ESSEX COUNTY
OFFICE OF THE MANAGER

7551 Court Street - P.O. Box 217 * Elizabethtown, New York 12932
Telephone (518) 873-3332 - Fax (518) 873-3339

Daniel L. Palmer Linda M. Wolf
County Manager Purchasing Agent
TO: All Bidders

FROM: Linda Wolf, CPA, Purchasing Agent
DATE: June 8, 2016

SUBJECT: Addendum #1 BLUE RIDGE ROAD PAVEMENT PRESERVATION

This Addendum, issued to bid document holders of record, indicates changes to the bid documents for
the BLUE RIDGE ROAD PAVEMENT PRESERVATION Bid Opening June 15, 2016.

Please note the changes to the bid document in the attached 2 pages.

END OF ADDENDUM # 1

ADDENDA ACKNOWLEDGEMENT

Please sign, date and return with your Proposal.

Dated:




AMENDMENT NO. 1 TO:

CONTRACT NO: D034909
F.A. PROJECT

COUNTY: Essex

CPIN: 1759.99

IN THE LETTING OF
June 15, 2016

NOTICE TO PROSPECTIVE BIDDERS

1. Wherever in the Contract Plans or Proposal the old item listed below appears, the new item
shall apply.

OLD ITEM NEW ITEM
304.12 304.12110001*

*Special specification document attached.

2. The following clarifications are being distributed to all bidders as a result of questions from
individual plan holders:

a. The paving limits described in Bid Alternate 1 will be a continuous 1.5 miles as
determined by the Engineer and the County.

b. The limits of the pavement repair areas as shown on sheet MSD-7 are located at the
following locations on the horizontal control line. It shall be noted that this horizontal
control line outside of the Forest Preserve was based on aerial imagery and is
approximate only.

Repair Area Approximate Station
1 164+50 to 166+50
2 196+60 to 198+00
3 875+65 to 876+25

PLEASE BE GOVERNED ACCORDINGLY WHEN SUBMITTING BIDS.




ITEM 304.12110001 — SUBBASE COURSE, ADIRONDACK OPTIONAL

DESCRIPTION

This work consists of furnishing, placing and compacting a subbase course in conformity with
the lines, grades, thicknesses and typical sections shown on the plans, or as determined by field
conditions and ordered in writing by the Engineer. All provisions of Section 304 Subbase Course
for Type 2 subbase shall apply except as modified by this specification.

SUBBASE COURSE, ADIRONDACK OPTIONAL shall consist of a single layer of material of
either Type 2 OR Adirondack Type as described in this specification.

MATERIALS
Provide materials meeting the requirements of EITHER:
1. Type 2 subbase, OR;

2. Adirondack Type. All material requirements for Type 2 apply, except that this material
shall consist of crushed boulders/cobbles. Crushed Boulders/Cobbles shall be Material
Designation 703-0405 and shall be a product of a crushing operation, and shall consist of
clean, durable, sharp-angled fragments of Boulders/Cobbles free from coatings. A
crushed particle shall be defined as one in which the total area of face fracture exceeds
75% of the maximum cross-sectional area of the particle, as measured under ASTM D
5821.

BASIS OF PAYMENT

Payment will be made under:
Item No. Item Pay Unit
304.12110001 Subbase Course, Adirondack Optional Cubic Yard
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