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NO WORK IN THIS AREA

EXISTING USE: BATHROOM
PROPOSED USE: BATHROOM

EXISTING USE: KITCHEN
PROPOSED USE: KITCHEN

EXISTING USE: BATHROOM
PROPOSED USE: BATHROOM

REMOVE AND REPLACE EXISTING STAIR AND RAMP

274 SF

KITCHEN

103

169 SF

WOMENS BATHROOM

105

2015 INTERNATIONAL BUILDING CODE WITH 2017 NYS SUPPLEMENT

CHAPTER 3 - Use and Occupancy Classification

A. Classification & Incidental Uses

• 303.4, (A-3) Assembly Group – Community Halls
• 304.1 Business Group B - Civic administration

2015 INTERNATIONAL EXISTING BUILDING CODE

CHAPTER 5
• Section 504 - Alteration- Level 2: Reconfiguration of space, less than 50% of building. 

2015 INTERNATIONAL ENERGY CONSERVATION  CODE
• No changes to building envelope 

CHAPTER 5 – General Building Heights and Areas

A. General Height and Area Limitations 
Group B occupancy, Type II-B construction (Unsprinklerered)

• No change to buliding area and building height

CHAPTER 6 - Types of Construction

1. Table 601 – Fire-Resistance Rating Requirements for Building Elements, Type II-B

• Structural Frame: 0 hour 
• Bearing Walls 0 hour
• Non-Bearing Walls 0 hour
• Floor Construction: 0 hour
• Roof Construction: 0 hour 

CHAPTER 7 – Fire and Smoke Protection Features

A. Shaft Enclosures
713.4 Fire-resistance Rating
Shaft enclosures shall have a fire-resistance rating of not less than 2 hours where connecting four stories or more, and not less 
than 1 hour where connecting less than four stories. The number of stories connected by the shaft enclosoure shall include any 
basements but not any mezzanines. Shaft enclsoures shall have a fire-resistance rating not less than the floor assemby 
penetratred, but need not exceed 2 hours. 

CHAPTER 8 – Interior Finishes

A. Interior Finishes

1. Table 803.11, Interior Wall and Ceiling Finish Requirements by Occupancy

• Group B, unsprinklered 
• Interior exit stairways and ramps and exit passageways: A
• Corridors and enclosure for exit access stairways and ramps: B
• Rooms and enclosed spaces: C

CHAPTER 9 – Fire Protection Systems

• No modifications proposed.

CHAPTER 10 – Means of Egress

• No modifications proposed.

2015 PLUMBING CODE OF NEW YORK STATE

A. Fixtures, Faucets and Fixture Fittings (Chapter 4)

1. Table 403.1 - Minimum Number of Required Fixtures (No change to existing)
• Water Closets

• Male: 3 existing.   2 Water closets, 2 urinals provided.
• Female: 3 existing 3 provided. 

• Lavatories 
• Male: 1 existing. 2 provided.
• Female: 1 existing. 2 provided.

• Bathtub/Shower
• Male: 1 existing. 2 provided.
• Female: 1 existing. 2 provided.

• Drinking Fountain: 1 per 500 = 1 Required (3 provided)
• Service Sink: 1 existing. 1 provided.
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SCALE:  1/8" = 1'-0"A1 CODE COMPLIANCE PLAN
SCALE:  12" = 1'-0"A4 CODE COMPLIANCE REVIEW



EARTH

GRANULAR FILL

CONCRETE

BRICK

CONCRETE MASONRY UNIT

STEEL SECTION

STRUCTURAL STEEL

PLYWOOD

WOOD (FINISHED)

WOOD (CONTINUOUS)

WOOD (BLOCKING)

INSULATION (LOOSE OR BATT)

INSULATION (RIGID BOARD)

GLASS

ACOUSTIC/CERAMIC TILE

GYPSUM WALL BOARD, SAND, 
PLASTER, CEMENT, GROUT

TERRAZZO

CARPET

A-101

A1
SIM

101

0

1

1A

A

ROOM NAME

101

150 SF

A1 / A-101 VIEW REFERENCE

LEVEL REFERENCE

DETAIL CALLOUT

WALL SECTION

BUILDING SECTION

INTERIOR ELEVATION

EXTERIOR ELEVATION

STRUCTURAL GRID

DESCRIPTIONSYMBOL

ROOM TAG

WALL TAG

DOOR TAG

WINDOW TAG

REVISION TAG

STRUCTURAL GRID LINE

FINISHED SURFACE LINE

DEMOLITION LINE

OVERHEAD/HIDDEN LINE

DESCRIPTIONSYMBOL

A1

A-101

SIM

A1

A-101

SIM

A1

A-101

SIM

A1

A-101

SIM

GENERAL WALL NOTES

1. THE TERM "WALL" AND "PARTITION ARE USED INTERCHANGEABLY.

2. ALL DIMENSIONS ARE NOMINAL CENTERLINE OF METAL STUD PARTITION OR FACE OF MASONRY UNLESS OTHERWISE 
NOTED.

3. ALL GYPSUM BOARD (GYP BD) TO BE 5/8 "TYPE X" 1 HOUR FIRE RATED EXCEPT WHERE CEMENTITIOUS BACKER BOARD 
IS REQUIRED AT TILE INSTALLATIONS.  ALL GYPSUM BOARD SHALL BE INSTALLED VERTICALLY WITH JOINTS STAGGERED 
WHERE THERE ARE TWO LAYERS.  NO GLUING ALLOWED.

4. PROVIDE ACOUSTICAL SEALANT AT ALL PARTITION PERIMETERS, RUNNERS, ELECTRICAL OUTLETS, PENETRATIONS AND 
OPENINGS.  TO MINIMIZE SOUND TRANSMISSION ELECTRICAL OUTLETS SHALL BE  SEPARATED BY A MINIMUM OF ONE STUD, 
BACK TO BACK.

5. THE LOCATIONS OF FIRE RATED WALLS ARE SHOWN ON THE DRAWINGS.  PENETRATIONS IN RATED ASSEMBLIES SHALL 
BE FIRE STOPPED TO MAINTAIN REQUIRED RATING.

6. WALL HEIGHTS:
-ALL FIRE RATED WALLS SHALL BE FULL HEIGHT TO UNDERSIDE OF STRUCTURE. UNLESS OTHERWISE NOTED 
ON THE DRAWINGS ALL WALLS SHALL BE PARTIAL HEIGHT TO 6" ABOVE CEILING.  STUDS MAY CONTINUE TO 
STRUCTURE FOR BRACING, OR BRACED AS NOTED BELOW.

7. LATERAL BRACING:  
-PROVIDE APPROPRIATE LATERAL BRACING FOR WALLS EXCEEDING THE UNBRACED HEIGHT 
INDICATED OR THOSE THAT DO NOT EXTEND TO STRUCTURE.  SEE LATERAL BRACING DETAILS FOR 
ADDITIONAL REQUIREMENTS.

8. GYPSUM WALL BOARD CONSTRUCTION SHALL BE ISOLATED WITH CONTROL JOINTS WHERE:
-PARTITIONS OR CEILINGS OF DISSIMILAR CONSTRUCTION MEET AND REMAIN IN THE SAME PLANE.
-EXPANSION OR CONTROL JOINTS OCCUR IN THE BUILDING STRUCTURE OR WALL CONSTRUCTION.  
PROVIDE CONTROL JOINTS IN THE FACE OF GWB PARTITIONS AND CEILINGS WHEN THE SIZE OF 
THE SURFACE EXCEEDS THE FOLLOWING CONTROL JOINT SPACING:

-PARTITIONS:  30' MAX. IN EITHER DIRECTION
-CEILINGS:  50' MAX. IN EITHER DIRECTION (WITH PERIMETER RELIEF)

9. PROVIDE METAL STUD INSERT BLOCKING AT ALL WALLS RECEIVING WALL MOUNTED EQUIPMENT AND/OR ACCESSORIES. 
COORDINATE WITH ALL TRADES AND OWNER EQUIPMENT LAYOUTS.

10. SEE PARTITION TYPES FOR LOCATIONS OF ACOUSTIC AND THERMAL INSULATION.

A
AFF ABOVE FINISHED FLOOR
ACT ACOUSTICAL CEILING TILE
AMP ACOUSTICAL METAL PANEL   
ALUM     ALUMINUM
& AND
L ANGLE
@ AT

B
BLK BLOCK
BD BOARD
BOT BOTTOM
BLDG BUILDING
BL BUILDING LINE

C
CPT CARPET
CLKG CAULK(ING)
CLG    CEILING
CBB CEMENTITIOUS BACKER BOARD
CTR CENTER
CL  CENTER LINE
CT CERAMIC TILE
CH BD CHALKBOARD
CLR CLEAR / CLEARANCE
CLO   CLOSET
COL   COLUMN
CONC  CONCRETE
CMU CONCRETE MASONRY UNIT
CONT CONTINUOUS
CJ CONTROL JOINT
CG CORNER GUARD
CORR   CORRIDOR
CTR COUNTER
CRS COURSE(S)
CRN CROWN

D
DEMO DEMOLISH / DEMOLITION
DET DETAIL
DIA DIAMETER
DIM DIMENSION
DISP DISPENSER
DN DOWN
DWG DRAWING
DF DRINKING FOUNTAIN

E
EA EACH
ELEC ELECTRIC
EWC ELECTRIC WATER COOLER
EL ELEVATION
ELEV ELEVATOR
ENCL ENCLOSURE
ENTR ENTRANCE
EQ EQUAL
EQUIP EQUIPMENT
EXH EXHAUST
EXIST EXISTING
ETR EXISTING TO REMAIN
EXP EXPANSION
EJ EXPANSION JOINT
EXP EXPOSED
EXT EXTERIOR

F
FOF FACE OF FINISH
FOM FACE OF MASONRY
FOS FACE OF STUDS
FOW FACE OF WALL
F/F FACE TO FACE
FT FEET/FOOT
FRP FIBER REINFORCED POLYESTER
FGL FIBERGLASS
FIN FINISH(ED)
FF FINISH FLOOR
FIN GR FINISH GRADE
FF EL FINISHED FLOOR ELEVATION
FA FIRE ALARM
FEC FIRE EXTINGUISHER CABINET
FHC FIRE HOSE CABINET
FP FIRE PROTECTION
FRT FIRE RETARDANT
FP FIREPROOF
FIXT FIXTURE
FLASH FLASHING
FLR FLOOR
FD FLOOR DRAIN
FTG FOOTING
FDTN FOUNDATION
FURN FURNISH
FBO FURNISHED BY OTHERS
FURG FURRED(ING)

G
GA GAGE / GAUGE
GALV GALVANIZED
GC GENERAL CONTRACTOR
GL GLASS
GL BLK GLASS BLOCK
GB GRAB BAR
GRL GRILLE
GYP BD GYPSUM BOARD

H
HCP HANDICAPPED
HNDRL HANDRAIL
HDWD HARDWOOD
HT HEIGHT
HP HIGH POINT
HM HOLLOW METAL

I
IRWC IMPACT RESISTANT WALL COVERING
ID INSIDE DIAMETER
INSUL INSULATION / INSULATED
INT INTERIOR

J
JAN CLO JANITOR'S CLOSET

K
KD KNOCKDOWN

L
LAM LAMINATE
LAM GL LAMINATED GLASS
LAV LAVATORY
L LENGTH / LONG
LF LINEAL FEET
LLH LONG LEG HORIZONTAL
LLV LONG LEG VERTICAL
LPT LOW POINT

M
MFR MANUFACTURER
MO MASONRY OPENING
MATL MATERIAL
MAX MAXIMUM
MECH MECHANICAL
MTL METAL
MEZZ MEZZANINE
MIN MINIMUM

N
NOM NOMINAL
NA NOT APPLICABLE
NIC NOT IN CONTRACT
NO NUMBER
NTS NOT TO SCALE

O
OC ON CENTER
OPNG OPENING
OPP OPPOSITE
OD OUTSIDE DIAMETER
OH OVERHEAD

P
PT PAINT
PTD PAPER TOWEL DISPENSER
PBD PARTICLE BOARD
PTN PARTITION
PLAS PLASTER
PLAM PLASTIC LAMINATE
PLBG PLUMBING
PLYWD PLYWOOD
POL POLISHED
PVC POLYVINYL CHLORIDE
PT PRESSURE TREATED

Q
QT QUARRY TILE

R
R RADIUS
REINF REINFORCE
REQD REQUIRED
RF RESILIENT FLOORING
REV REVISION / REVISED
R RISER
RD ROOF DRAIN
RL ROOF LEADER
RTU ROOF TOP UNIT
RM ROOM
RO ROUGH OPENING
RBR RUBBER
RB RUBBER BASE

S
SCH SCHEDULE (D)
SLNT SEALANT
SLR SEALER
SECT SECTION
SHTHG SHEATHING
SIM SIMILAR
SD SOAP DISPENSER
SAFB SOUND ATTENUATION FIBERGLASS BATT
SPEC SPECIFICATION
SF SQUARE FEET
STN STAIN
SST STAINLESS STEEL
STL STEEL
STOR STORAGE
STRUCT STRUCTURAL
SUSP SUSPENDED
SYS SYSTEM

T
TK BD TACK BOARD
TMPD GL TEMPERED GLASS
TER TERRAZZO
THK THICKNESS
THRES THRESHOLD
TL TILE
TPTN TOILET PARTITION
T&B TOP AND BOTTOM
TO TOP OF
TOS TOP OF STEEL
TOW TOP OF WALL
T&G TONGUE AND GROOVE
T TREAD(S)
TYP TYPICAL

U
UNFIN UNFINISHED
UON UNLESS OTHERWISE NOTED

V
VB VAPOR BARRIER
VR VAPOR RETARDER
VTR VENT THROUGH ROOF
VIF VERIFY IN FIELD
VERT VERTICAL
VEST VESTIBULE
VCT VINYL COMPOSITION TILE
VWB VINYL WALL BASE
VWC VINYL WALL COVERING
VP VISION PANEL

W
WSCT WAINSCOT
W CAB WALL CABINET
WC WATER CLOSET
W WIDE
WG WIRE GLASS
W/ WITH
WM WIRE MESH
WD WOOD
WBL WOOD BLOCKING

WORKING HEIGHTS

ITEM COMMON FIXTURE
PHYSICALLY 

HANDICAPPED (ADA)
REMARKS

HEIGHTS OF ITEMS NOT INDICATED ON THIS CHART SHALL BE AS DETAILED, 
SPECIFIED, OR AS DIRECTED BY THE PRODUCT MANUFACTURER'S INSTALLATION 
REQUIREMENTS.
ALL HEIGHTS ARE SHOWN IN INCHES ABOVE THE FINISHED FLOOR LINE.

NOTE:

1.

2.

DRINKING FOUNTAIN (SPOUT)

GRAB BAR (WALL MOUNTED)

LAV AND SINK (TO RIM)

LAV AND SINK (BOT OF APRON)

LIGHT SWITCH (CL)

HAND DRYER

SOAP DISPENSER (CL & TOP)

TOILET PAPER HOLDER (CL)

URINAL (RIM)

URINAL (CL OF FLUSH VALVE)

WATER CLOSET (SEAT)

WATER CLOSET (CL OF FLUSH VALVE)

42

33

34

---

42

40

37

19 MIN

22

---

15

---

36 MAX

33 - 36

34 MAX

29 MIN

48 MAX

48 MAX

48 MAX

29 MIN

17 MAX

44 MAX

17 - 19

44 MAX

ADA REACH 
STANDARDS

ADA REACH 
STANDARDS

ADA REACH 
STANDARDS

18 (TYP)
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MASONRY OPENING

STEEL LINTEL SCHEDULE
FOR NON-BEARING PARTITIONS

8" BEARING EACH END
4'-0" TO 8'-0"

4" BEARING EACH END
UP TO 4'-0"

*  CUT FLANGES TO 3 1/2" WIDTH

THICKNESS
WALL

L6 X 3 1/2 X 5/16" LLV
OR WT6 X 8 *

WT6 X 8

2 - L'S 6 X 3 1/2 X 5/16" LLV
OR WT7 X 15 *

L5 X 5 X 5/16" + L5 X 3 1/2 X 5/16"
LLV OR WT6 X 20

3 - L'S 6 X 3 1/2" X 5/16" LLV
OR 2 WT5 X 11OR 2 X WT5 X 11

3 - L'S 4 X 3 1/2 X 5/16" LLV

5/16" LLV OR WT4 X 15.5
L5 X 5 X 5/16" + L4 X 3 1/2 X

OR WT4 X 12 *
2 - L'S 4 X 3 1/2 X 5/16" LLV

WT4 X 6.5

OR WT4 X 6.5 *
L4 X 3 1/2" X 5/16" LLV

12"

10"

8"

6"

4"

FOR LINTELS NOT SHOWN ON PLANS, SEE 
SCHEDULE ABOVE.
SEE ARCHITECTURAL AND MECHANICAL DRAWINGS 
FOR OPENING LOCATION.
FOR SPECIAL CONDITIONS SEE ARCHITECTURAL 
SCHEDULES OR SECTIONS.
FOR OPENINGS OVER 8'-0" CONSULT STRUCTURAL 
ENGINEER.
TACK WELD BACK-TO-BACK VERTICAL LEGS OF 
MULTIPLE ANGLE LINTELS.

INTERIOR LINTEL NOTES:

1.

2.

3.

4.

5.

1.  HUNG AND CLIPPED LINTELS TO EXTEND 4" INTO 
MASONRY EACH END.  LOOSE LINTELS UP TO 4'-0" TO 
HAVE 4" MIN. BEARING AND LOOSE LINTELS FROM 4'-0" TO 
8'-0" TO HAVE 8" MIN. BEARING.
2.  PROVIDE FOR VERTICAL AND HORIZONTAL 
ADJUSTMENT OR 1/2" ON ALL HUNG AND CLIPPED LINTELS 
TACK WELD ALL SLOTTED HOLES IN LINTELS AND CLIPS 
AFTER FINAL ADJUSTMENT.
3.  FOR INCIDENTAL OPENINGS NOT SHOW ON 
STRUCTURAL PLANS PROVIDE ONE L4 X 3 1/2 X 5/16" LLV 
FOR EACH 4" OF WALL THICKNESS UP TO 4'-0" OPENING; 
OR ONE L6 X 3 1/2 X 5/16" LLV FOR EACH 4" OF WALL 
THICKNESS FOR OPENINGS U 4'-0" UP TO 8'-0".
4.  TACK WELD BACK-TO-BACK VERTICAL LEGS OF 
MULTIPLE ANGLE LINTELS.

EXTERIOR & BEARING WALL LINTEL NOTES:

1.

2.

3.

4.

SCALE: NOT TO SCALEC2 MATERIAL LEGEND
SCALE: NOT TO SCALEC3 GENERAL WALL NOTES

SCALE: NOT TO SCALEA4 ABBREVIATION LIST

SCALE:  1/2" = 1'-0"C1 WORKING HEIGHTS OF FIXTURES, HARDWARE, & EQUIPMENT

SCALE:  1/4" = 1'-0"A1 TYPICAL ELECTRICAL FIXTURE MOUNTING HEIGHT

SCALE: NOT TO SCALEB1 LINTEL SCHEDULE

A3 SYMBOLS
SCALE: NOT TO SCALE
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ROOM FINISH SCHEDULE

ROOM NO. ROOM NAME FLOOR BASE

WALLS (SUBSTRATE/FINISH) CEILING

NOTESNORTH SOUTH EAST WEST SUBSTRATE/FINISH HEIGHT

103 KITCHEN VCT RUBBER PAINT PAINT PAINT PNT PAINT EXISTING

105 WOMENS BATHROOM EXISTING NONE FRP/PAINT FRP/PAINT FRP/PAINT FRP/PAINT ACT 8'-0" PATCH EXISTING TILE FLOOR

106 MEN'S BATHROOM EXISTING NONE FRP/PAINT FRP/PAINT FRP/PAINT FRP/PAINT ACT 8'-0" PATCH EXISTING TILE FLOOR



METAL FRAMING AT 16" OC 
WITH TOP DEFLECTION 
TRACK

(1) LAYER 5/8" TYPE X GYP BD 
EACH SIDE

FIRE STOP AND SEALANT AT 
RATED WALLS, SMOKE STOP 
AND SEALANT AT NON-RATED 
WALLS

1/
2"

 M
IN

BATT INSULATION

METAL FRAMING AT 16" OC 
WITH TOP DEFLECTION 
TRACK

(2) LAYERS 5/8" TYPE X GYP BD 
EACH SIDE

1/
2"

 M
IN

BATT INSULATION

MA

SCHEDULED CEILING 
EACH SIDE

SCHEDULED CEILING 
EACH SIDE

METAL FRAMING AT 16" OC 
WITH TOP DEFLECTION 
TRACK

(2) LAYERS 5/8" TYPE X GYP BD 

1/
2"

 M
IN

BATT INSULATION

SCHEDULED CEILING 
EACH SIDE

SCHEDULED FLOOR/BASE
EACH SIDE

(1) LAYER 5/8" TYPE X 
GYP BD 

SCHEDULED FLOOR/BASE
EACH SIDE

SCHEDULED FLOOR/BASE
EACH SIDE

METAL FRAMING AT 16" OC 
WITH TOP DEFLECTION 
TRACK(1) LAYER 5/8" TYPE X GYP BD

1/
2"

 M
IN

SCHEDULED CEILING

BATT INSULATION

SCHEDULED FLOOR/BASE

METAL FRAMING AT 16" OC 
WITH TOP DEFLECTION 
TRACK(2) LAYERS 5/8" TYPE X GYP 
BD EACH SIDE

1/
2"

 M
IN

ME

SCHEDULED CEILING

BATT INSULATION

SCHEDULED FLOOR/BASE

FIRE STOP AND SEALANT AT 
RATED WALLS, SMOKE STOP 
AND SEALANT AT NON-RATED 
WALLS

FIRE STOP AND SEALANT AT 
RATED WALLS, SMOKE STOP 
AND SEALANT AT NON-RATED 
WALLS

FIRE STOP AND SEALANT AT 
RATED WALLS

METAL FRAMING AT 16" OC 
WITH TOP DEFLECTION 
TRACK

(1) LAYER 5/8" GYP BD EACH 
SIDE

1/
2"

 M
IN

BATT INSULATION

SCHEDULED CEILING 
EACH SIDE

SCHEDULED FLOOR/BASE
EACH SIDE

6"
 M

IN

METAL FRAMING AT 16" OC 
WITH TOP DEFLECTION 
TRACK

(2) LAYERS 5/8" TYPE X GYP 
BD 

1/
2"

 M
IN

BATT INSULATION

SCHEDULED CEILING 
EACH SIDE

(1) LAYER 5/8" GYP BD 

SCHEDULED FLOOR/BASE
EACH SIDE

FIRE STOP AND SEALANT AT 
RATED WALLS, SMOKE STOP 
AND SEALANT AT NON-RATED 
WALLS

6"
 M

IN

FIRE STOP AND SEALANT AT 
RATED WALLS, SMOKE STOP 
AND SEALANT AT NON-RATED 
WALLS

SMOKE STOP AND SEALANT 
AT NON-RATED WALLS

METAL C-H (OR E) STUDS 24"
OC WITH TOP DEFLECTION
TRACK

(2) LAYERS 5/8" TYPE X GYP BD 

1/
2"

 M
IN

1" GYP BD LINER PANEL

FIRE STOP AND SEALANT AT 
RATED WALLS

SCHEDULED CEILING

1 HR RATING - UL DESIGN U465 (WHERE 
INDICATED)

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MA-1 GWB 2-7/8" 1-5/8" - - -

MA-2 GWB 3-3/4" 2-1/2" - - -

MA-3 GWB 4-7/8" 3-5/8" - - -

MA-4 GWB 5-1/4" 4" - - -

MA-6 GWB 7-1/4" 6" - - -

2 HR RATING - UL DESIGN U420 (WHERE INDICATED)
WHEN USED AS DOUBLE CHASE WALL

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

ME-1 GWB 2-7/8" 1-5/8" - - -

ME-2 GWB 3-3/4" 2-1/2" - - -

ME-3 GWB 4-7/8" 3-5/8" - - -

ME-4 GWB 5-1/4" 4" - - -

ME-6 GWB 7-1/4" 6" - - -

MB MF

1 HR RATING - UL DESIGN (WHERE INDICATED)

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MB-1 GWB 3-1/2" 1-5/8" - - -

MB-2 GWB 4-3/8" 2-1/2" - - -

MB-3 GWB 5-1/2" 3-5/8" - - -

MB-4 GWB 5-7/8" 4" - - -

MB-6 GWB 7-7/8" 6" - - -

MC MG

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MF-1 GWB 2-7/8" 1-5/8" - - -

MF-2 GWB 3-3/4" 2-1/2" - - -

MF-3 GWB 4-7/8" 3-5/8" - - -

MF-4 GWB 5-1/4" 4" - - -

MF-6 GWB 7-1/4" 6" - - -

2 HR RATING - UL DESIGN U411 OR U412 (WHERE INDICATED)

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MC-1 GWB 4-1/8" 1-5/8" - - -

MC-2 GWB 5" 2-1/2" - - -

MC-3 GWB 6-1/8" 3-5/8" - - -

MC-4 GWB 6-1/2" 4" - - -

MC-6 GWB 8-1/2" 6" - - -

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MG-1 GWB 3-1/2" 1-5/8" - - -

MG-2 GWB 4-3/8" 2-1/2" - - -

MG-3 GWB 5-1/2" 3-5/8" - - -

MG-4 GWB 5-7/8" 4" - - -

MG-6 GWB 7-7/8" 6" - - -

MD MH

1 HR RATING - UL DESIGN U420 (WHERE 
INDICATED)
WHEN USED AS A DOUBLE CHASE WALL

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MD-1 GWB 2-1/4" 1-5/8" - - -

MD-2 GWB 3-1/8" 2-1/2" - - -

MD-3 GWB 4-1/4" 3-5/8" - - -

MD-4 GWB 4-5/8" 4" - - -

MD-6 GWB 6-5/8" 6" - - -
2 HR RATING - UL DESIGN U438 (WHERE INDICATED)

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MH-2 GWB 4-3/4" 2-1/2" - - -

MH-4 GWB 6-1/4" 4" - - -

MH-6 GWB 8-1/4" 6" - - -

MJ

MK

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MK-1 GWB 2-7/8" 1-5/8" - - -

MK-2 GWB 3-3/4" 2-1/2" - - -

MK-3 GWB 4-7/8" 3-5/8" - - -

MK-4 GWB 5-1/4" 4" - - -

MK-6 GWB 7-1/4" 6" - - -

TYPE MATERIAL DEPTH STUD FIRE
RATING

UNBRACED
HEIGHT

DESCRIPTION

MJ-2 GWB 5-3/8" 2-1/2" - - -

MJ-3 GWB 6-1/2" 3-5/8" - - -

MJ-4 GWB 6-7/8" 4" - - -

MJ-6 GWB 8-7/8" 6" - - -

METAL C-H (OR E) STUDS 24" 
OC WITH TOP DEFLECTION 
TRACK

(2) LAYERS 5/8" TYPE X GYP 
BD

1/
2"

 M
IN

BATT INSULATION

SCHEDULED CEILING 
EACH SIDE

SCHEDULED FLOOR/BASE
EACH SIDE

FIRE STOP AND SEALANT AT 
RATED WALLS, SMOKE STOP 
AND SEALANT AT NON-RATED 
WALLS

METAL FRAMING AT 16" OC 
WITH TOP DEFLECTION 
TRACK

(1) LAYERS 5/8" GYP BD
EACH SIDE

BATT INSULATION

SCHEDULED CEILING 
EACH SIDE

SCHEDULED FLOOR/BASE
EACH SIDE

6"
 M

IN

(1) LAYER 5/8" TYPE X GYP 
BD OVER

1" GYP BD LINER PANEL

BATT INSULATION
SCHEDULED FLOOR/BASE

3 HR RATING - UL DESIGN U415 (WHERE INDICATED)

SCALE:  1" = 1'-0"A1 PARTITION LEGEND
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⅜" TYPE S PAN 
HEAD SCREW

25 GA STEEL

25 GA STEEL

70 LB 
PULLOUT

120 LB SHEAR

25 GA STEEL 
SHEET OR STRIP

GYP BD

METAL RUNNER NOTCHED 
TO BYPASS STUD. SECURE 

WITH 2 ⅜" PAN HEAD 
SCREWS

GYP BD

HOLLOW WALL 
ANCHOR

2 BOLTS WELDED TO 
2 ½" LONG 20 GA 

METAL PLATE

GRAB BAR OR 
HANDRAIL 

ATTACHMENT

TYPICAL NOTES

1. WOOD BLOCKING INSIDE OF INTERIOR PARTITION IS NOT ALLOWED.
2. TREATED WOOD BLOCKING IS GENERALLY ACCEPTED FOR ROOFING AND WINDOW FRAMED OPENINGS ONLY. 

REVIEW WITH ARCHITECT ANY CONCERNS REGARDING BLOCKING. USE STAINLESS STEEL FOR ALL FASTENERS 
IN CONTACT WITH PRESERVATIVE TREATED WOOD.

ACOUSTICAL CAULK NOTES

1. (WHERE ACOUSTICAL CAULK IS CALLED FOR ON THE DETAIL) SEAL PERIMETER AND ALL PIPE, DUCT, ETC. 
OPENINGS AND AROUND ELECTRICAL BOXES AND FIRE EXTINGUISHER CABINETS. 

GENERAL NOTES

1. ALL GYPSUM BOARD SHALL BE INSTALLED VERTICALLY WITH JOINTS STAGGERED WHERE THERE ARE TWO LAYERS.
2. FIRE TAPE, SMOKE TIGHT ALL GYPSUM BOARD VENEER ABOVE CEILING OR OTHERWISE CONCEALED.
3. SEE PARTITION TYPES FOR LOCATIONS OF ACOUSTIC AND THERMAL INSULATION.

METAL STUDS
AS SCHEDULED

3- #16 SCREWS
TO EACH STUD

6"X16 GA FLUSH
MOUNT BLOCKING
NOTCH AT STUDS

NOTE:
1. 2X6 FT WD BLOCKING IN PARTITIONS
    UP TO 2 HR. FIRE RATED (ALTERNATE).
2. VERIFY MOUNTING HEIGHT

NOTE:
SEE PLANS FOR LOCATION OF DOOR AND SWING

5 1/2"

TYP CLR FOR HARDWARE 
AT HINGE SIDE

2" HM FRAME

TRIPLE STUDS AT JAMB

SCHEDULED PARTITION, 
SEE FLOOR PLAN, TYP

5 1/2"

TYP CLR FOR HARDWARE 
AT HINGE SIDE

2" HM FRAME

TRIPLE STUDS AT JAMB

SCHEDULED PARTITION, 
SEE FLOOR PLAN, TYP

5 1/2"

TYP CLR FOR 
HARDWARE AT HINGE 
SIDE

2" HM FRAME

TRIPLE STUDS AT JAMB

SCHEDULED PARTITION, 
SEE FLOOR PLAN, TYP

5 1/2"

TYP CLR FOR 
HARDWARE AT HINGE 
SIDE

2" HM FRAME

TRIPLE STUDS AT JAMB

SCHEDULED PARTITION, 
SEE FLOOR PLAN, TYP

METAL STUD PARTITION PARALLEL TO DECK
(1 LAYER GYP BD)

FIRE RESISTANT SEALANT MEETING 
REQUIREMENT OF UL SYSTEM 
RATING, BOTH SIDES

STUFF TRACK AND FLUTES W/ FIRE 
SAFING AT T/O RATED PARTITIONS (FILL 
W/ INSUL AT NON-RATED PARTITIONS)

4" DEEP LEG 
DEFLECTION TRACK, 

FASTENED TO STL 
DECK/PLATE

MTL STUD RUNNER 
TRACK (ONE GAUGE 

HIGHER THAN METAL 
STUDS)

FASTENED GWB BELOW 
RUNNER.  DO NOT ATTACH 

TO RUNNER.

3"

8" W CONT PLATE, GAUGE TO 
MATCH TRACK.  FASTEN TO MTL 
DECK W/ 2 #10-16 TEK AT 24" OC

SEE PLAN FOR 
PARTITION TYPE

MTL ROOF DECK, 
SEE STRUCTURAL

C
LR

1 
1/

2"
METAL STUD PARTITION PERPENDICULAR TO DECK

(1 LAYER GYP BD)

FIRE RESISTANT SEALANT MEETING 
REQUIREMENT OF UL SYSTEM 
RATING, BOTH SIDES

STUFF TRACK AND FLUTES W/ FIRE 
SAFING AT T/O RATED PARTITIONS 
(FILL W/ INSUL AT NON-RATED 
PARTITIONS)

2 1/2" DEEP LEG DEFLECTION TRACK, 
FASTENED TO STL DECK/PLATE

STD 1"- 1 1/4" LEG RUNNER 
TRACK (ONE GAUGE HIGHER 

THAN METAL STUDS)

FASTENED GWB BELOW 
RUNNER.  DO NOT ATTACH TO 

RUNNER.

3"

TYP TEK SCREWS

SEE PLAN FOR 
PARTITION TYPE

MTL ROOF DECK, SEE STRUCTURAL

C
LR

1 
1/

2"

NOTE:
CONTRACTOR OPTION FOR DOUBLE TRACK: PROVIDE 4" DEEP X 16 GA 
TOP TRACK WITH 1 ½" HIGH SLOTS FOR SCREWS, SLOTS SPACED 1" 
APART FOR #6 SCREWS ONE EACH SIDE

METAL STUD PARTITION PARALLEL TO DECK
(2 LAYERS GYP BD)

FIRE RESISTANT SEALANT MEETING 
REQUIREMENT OF UL SYSTEM 
RATING, BOTH SIDES

STUFF TRACK AND FLUTES W/ FIRE 
SAFING AT T/O RATED PARTITIONS 
(FILL W/ INSUL AT NON-RATED 
PARTITIONS)

4" DEEP LEG DEFLECTION TRACK, 
FASTENED TO STL DECK/PLATE

MTL STUD RUNNER TRACK (ONE 
GAUGE HIGHER THAN METAL 

STUDS)

FASTENED GWB BELOW 
RUNNER.  DO NOT ATTACH TO 

RUNNER.

3"

8" W CONT PLATE, GAUGE TO 
MATCH TRACK.  FASTEN TO MTL 
DECK W/ 2 #10-16 TEK AT 24" OC

SEE PLAN FOR 
PARTITION TYPE

MTL ROOF DECK, SEE STRUCTURAL

C
LR

1 
1/

2"

C
LR

3/
4"

METAL STUD PARTITION PERPENDICULAR TO DECK
(2 LAYERS GYP BD)

FIRE RESISTANT SEALANT MEETING 
REQUIREMENT OF UL SYSTEM RATING, 
BOTH SIDES

STUFF TRACK AND FLUTES W/ FIRE 
SAFING AT T/O RATED PARTITIONS 
(FILL W/ INSUL AT NON-RATED 
PARTITIONS)

2 1/2" DEEP LEG DEFLECTION TRACK, 
FASTENED TO STL DECK/PLATE

STD 1"- 1 1/4" LEG RUNNER 
TRACK (ONE GAUGE HIGHER 

THAN METAL STUDS)

FASTENED GWB BELOW 
RUNNER.  DO NOT ATTACH TO 

RUNNER.

3"

TYP TEK SCREWS

SEE PLAN FOR 
PARTITION TYPE

MTL ROOF DECK, SEE STRUCTURAL

C
LR

1 
1/

2"

LINE OF LOWER DECK FLUTELINE OF LOWER DECK FLUTE

SCALE:  1" = 1'-0"B4 TYPICAL ATTACHMENT DETAILS

SCALE:  3/4" = 1'-0"A4 ANCHOR PLATE DETAIL AT MTL STUD PARTITION

SCALE:  1" = 1'-0"B3 TYPICAL DOOR LOCATION DETAILS

SCALE:  3" = 1'-0"C1 TYPICAL HEAD CONDITIONS AT FIRE RATED MTL STUD PARTITIONS
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UP

UP

UP

UP

J

C

H

STAIRCASE:
12" RUN
6" RISE

74"

68"

27"

22
"

36
"

10"

32
"

60
"

69" 81"

14"

3"

72
"

72
"

12
"

56
"

17
4"

80" 78"

12
6"

51
4"

JAY COMMUNITY
CENTER

START OF RAMP

END OF RAMP

EXISTING
CONCRETE
RAMP

EXISTING
CONCRETE
SIDEWALK

DOOR

EXISTING CONCRETE
SIDEWALK

EXISTING
CONCRETE
SIDEWALK

A-402

B1 A-401

B1

A-403

A1

274 SF

KITCHEN

103

169 SF

WOMENS BATHROOM

105

Not Enclosed

MEN'S BATHROOM

106

C101

1

PLAN
NORTH

8'0 4' 16'
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SCALE:  1/8" = 1'-0"A1 FIRST FLOOR



OS

OSOS

OS

V.I.F.

6'-1 1/2"

INSTALL ACT ON ANGLE TO ALIGN 
WITH TOP OF WINDOW

V
.I.

F
.

9'
-5

"

V.I.F.

18'-5 1/2"

V
.I.

F
.

9'
-5

"

INSTALL ACT ON ANGLE TO ALIGN 
WITH TOP OF WINDOW

V.I.F.

13'-0"

AFF
GYPSUM CEILING

11'-11"

AFF
WOOD CEILING

11'-1"

AFF
2' X 4' ACT
8'-0"

AFF
2' X 4' ACT
8'-0"

V.I.F.

3'-8 1/8"

(2) GRILLES. SEE 
MECHANICAL 

REFLECTED CEILING PLAN LEGEND

RETURN DIFFUSER, SEE MECHANICAL

SUPPLY DIFFUSER, SEE MECHANICAL

LED LUMINAIRE, SEE ELECTRICAL

SPEAKER, SEE ELECTRICAL

OCCUPANCY SENSOR, SEE ELECTRICAL

2'-0" x 2'-0" ACOUSTICAL CEILING GRID

GYP BD CEILING

S

OS

NOTE:
ARCHITECTURAL REFLECTED CEILING PLAN SHOWN 
FOR COORDINATION PURPOSES ONLY, REFER TO 
DISCIPLINE SHEETS FOR ACTUAL LOCATIONS.

EXIT LUMINAIRE, SEE ELECTRICAL

LINEAR DIFFUSER, SEE MECHANICAL

EXHAUST GRILLE, SEE MECHANICAL

X'-X" CEILING HEIGHT
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SCALE:  1/8" = 1'-0"A1 FIRST FLOOR REFLECTED CEILING PLAN ? SCALE:  1/8" = 1'-0"

REFLECTED CEILING PLAN LEGEND



ACCESSORIES SCHEDULE

ITEM

1

2

3

4

5

6

7

8

9

42" GRAB BAR

36" GRAB BAR

ADA SHOWER SEAT

NOT USED

PAPER TOWEL DISPENSER 

PHENOLIC BATHROOM PANELS 

SOAP DISPENSER

TOILET PAPER HOLDER

MIRROR 

11

GENERAL NOTES:

1.

2.

3.

MOUNT ALL ACCESSORIES WITH FASTENERS AND ANCHORS AS RECOMMENDED BY THE 
MANUFACTURER.
MOUNT ALL ACCESSORIES AT ADA ACCESSIBLE HEIGHTS AND LOCATIONS AS RECOMMENDED BY 
THE MANUFACTURER.
ALL PIPING BELOW ALL SINKS TO BE COVERED WITH ACCESSIBILITY APPROVED INSULATION WITH 
PVC (WHITE) COVERS.  

18" GRAB BAR

12

13 BABY CHANGING STATION

SHOWER CURTAIN AND ROD

URINAL SCREEN

10

1'
-1

0"

1'
-3

"

1'
-7

"

2'
-1

0"
 M

A
X

3'
-1

"

3'
-4

" 
M

A
X

3'-6" MIN 1'-0"

3'-0" MAX

1'
-7

"

1'
-3

"

2'
-9

"-
3'

-0
"

1'
-7

"

3'-0" MIN

1'-6"

5'-0"

2'
-1

0"
 M

A
X

3'
-1

"

3'
-4

" 
M

A
X

4'
-1

0"
1'

-0
"

6"

3'
-4

"

9"2'
-1

0"
 M

A
X

3'
-4

" 
M

A
X

3'
-0

"

2'-6" CLEAR 2'-6" CLEAR

TYPICAL TOILET ROOM ELEVATION 
FOR THE PHYSICALLY IMPAIRED 

INSULATE ALL EXPOSED PIPING TO 
MEET ADA ACCESSIBILITY 
REQUIREMENTS

TYPICAL TOILET ROOM ELEVATION 
FOR STANDARD TOILET ROOMS

1'
-5

"

6"

TYPICAL TOILET ROOM ELEVATION FOR THE PHYSICALLY 
IMPAIRED

INSULATE ALL EXPOSED PIPING TO MEET ADA ACCESSIBILITY 
REQUIREMENTS

TYPICAL TOILET ROOM 
ELEVATION FOR THE 
PHYSICALLY IMPAIRED 

INSULATE ALL EXPOSED PIPING 
TO MEET ADA ACCESSIBILITY 
REQUIREMENTS

4'
-1

0"
1'

-0
"

CLEAR

5'-0" 3'-0"

V
.I.

F
.

9'
-5

"

V.I.F.

24'-6"

C
LE

A
R

4'
-8

"

R
 2

'-6
"

TYP.

1'-6"

V.I.F.

1'-3"2'-6"2'-6"

EXISTING RADIATOR IN 
NEW LOCATION. SEE 
MECH.

T
Y

P
.

1'
-6

"

1'-3" 2'-6"

9

2

4

7

6

MA-6 MF-4

3'
-0

"

3'-0"

3

2

TYP.
1

12 12

8

TYP. A-401

B3

MD-3

10'-0"

V.I.F.

6"

M
IN

.

3'-0"

EXISTING PIPES TO REMAIN

C.L. OF 
WINDOW

13

10 TYP.

11 11

3'-0"

MF-4

MF-4

CLEAR

5'-0"

MOP SINK SEE PLUMBING

TYP.

4'-0" HIGH FRP PANELS INSTALLED ON 
TOP OF EXISTING TILE WAINSCOTTING 
TYP. ALL WALLS

PATCH AND PAINT WALL ABOVE  
WAINSCOTT PANELS TYP. ALL WALLS

SLOPE CEILING TO CLEAR 
T.O. WINDOW OPENING

SCHEDULED CEILING

SCALE: NOT TO SCALEA3 ACCESSORY SCHEDULE
SCALE:  1/4" = 1'-0"A1 TYPICAL PLUMBING FIXTURE MOUNTING HEIGHTS

PLAN
NORTH

4' 8'0 2'
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SCALE:  1/2" = 1'-0"B1 MEN'S BATHROOM ENLARGED PLAN
SCALE:  1/4" = 1'-0"B3 SOUTH ELEVATION



3'-0" 3'-0 1/2"

CLEAR

5'-0"

M
IN

IM
U

M

1'
-0

"

C
LE

A
R

4'
-8

"

REINSTALL EXISTING 
DOOR IN NEW 
OPENING

REPAIR WALL TO MATCH ADJACENT
PAINT ADJACENT WALL 

CLEAR

3'-0"

T
Y

P
.

3'
-0

"

4

2

3

9

7

2

1

MA-6

MF-4

TYP.

1'-6"

T
Y

P
.

1'
-6

"

TYP.

TYP.

TYP.

V.I.F.

24'-7"

V
.I.

F
.

9'
-5

"

EQ. 2'-6" EQ.

R
 2

'-6
"

8

12 12

6

STONE THRESHOLD

10

13

MD-3

EXISTING RADIATOR TO REMAIN

A-402

A1

9

3'-0"

9

ACCESSORIES SCHEDULE

ITEM

1

2

3

4

5

6

7

8

9

10

42" GRAB BAR

36" GRAB BAR

ADA SHOWER SEAT

PAPER TOWEL DISPENSER 

PHENOLIC BATHROOM PANELS 

SOAP DISPENSER

TOILET PAPER HOLDER

SHOWER CURTAIN AND ROD

URINAL SCREEN

MIRROR 

11

GENERAL NOTES:

1.

2.

3.

MOUNT ALL ACCESSORIES WITH FASTENERS AND ANCHORS AS RECOMMENDED BY THE 
MANUFACTURER.
MOUNT ALL ACCESSORIES AT ADA ACCESSIBLE HEIGHTS AND LOCATIONS AS RECOMMENDED BY 
THE MANUFACTURER.
ALL PIPING BELOW ALL SINKS TO BE COVERED WITH ACCESSIBILITY APPROVED INSULATION WITH 
PVC (WHITE) COVERS.  USE PRODUCTS BY "TRU-BRO" OR APPROVED EQUIVALENT.

18" GRAB BAR

12

BABY CHANGING STATION 13

NOT USED

SANITARY NAPKIN VENDOR14

SCHEDULED CEILING

PATCH AND PAINT WALLS ABOVE WAINSCOTT 
PANELS TYP. ALL WALLS.

4'-0" HIGH FRP PANELS INSTALLED ON 
TOP OF EXISTING TILE WAINSCOTTING, 
TYP. ALL WALLS

SLOPE CEILING TO CLEAR 
T.O. EXISTING WINDOW
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SCALE:  1/2" = 1'-0"B1 WOMEN'S BATHROOM ENLARGED PLAN 4' 8'0 2'

SCALE:  12" = 1'-0"A3 ACCESSORY SCHEDULE

PLAN
NORTH

SCALE:  1/4" = 1'-0"A1 NORTH ELEVATION



C

H

INFILL DOOR OPENING. GYPSUM BOARD FLUSH 
WITH ADJACENT WALL ON BOTH SIDES.  PAINT 
FULL CORRIDOR TO MATCH EXISTING

V.I.F.

3'-4"

A3

A-403

V.I.F.

13'-0"
V

.I.
F

.

21
'-5

"

MD-2

MD-2

2'-0"

1'
-8

"

PROVIDE NEW OPENING IN MASONRY WALL FOR 
MECHANICAL. SEE B1/A-001 FOR LINTEL SCHEDULE

KITCHEN EXHAUST. SEE MECHANICAL

AIR HANDLER UNIT. SEE MECHANICAL
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SCALE:  1/2" = 1'-0"A1 ENLARGED KITCHEN PLAN
SCALE:  1/2" = 1'-0"A3 WALL SECTION AT KITCHEN

PLAN
NORTH



FG
S

1

A
S

 S
C

H

AS SCH

A
S

 S
C

H
2"

2" AS SCH

SF

2

A
S

 S
C

H

AS SCH

A
S

 S
C

H
4"

2" AS SCH

DF

A
S

 S
C

H

AS SCH

A
S

 S
C

H

AS SCH

NSF
NSI

AS SCH

LS

AS SCH

A
S

 S
C

H

FRAME TYPES

DOOR TYPES

TYPES:
SF  -  SINGLE FLUSH
DF -  DOUBLE FLUSH
FGS -  FULL GLASS (SINGLE)
FGD -  FULL GLASS (DOUBLE)
NSF  -  NARROW LIGHT (SINGLE) FIRE-PROTECTION-RATED GLAZING
NDF -  NARROW LIGHT (DOUBLE) FIRE-PROTECTION-RATED GLAZING
NSI -  NARROW LIGHT (SINGLE) INSULATED GLAZING
NDI -  NARROW LIGHT (DOUBLE) INSULATED GLAZING

3

A
S

 S
C

H
2" 2'
-0

"

2"

2" AS SCH

4

A
S

 S
C

H
2" 2'
-0

"

2"

2'-0"AS SCH2" 2'-0"

6"

6"
8"

FGD

A
S

 S
C

H

AS SCH

6"

6"
8"

6" 4"

A
S

 S
C

H

6"
2'

-0
"

6"
2'

-0
"

6" 4"

ND
F
NDI

1'
-0

"
1'

-6
"2'-0"

LD

AS SCH

A
S

 S
C

H

1'
-0

"
1'

-6
"2'-0"

A
S

 S
C

H

AS SCH

OCD

AS SCH

A
S

 S
C

H

OCG

AS SCH

A
S

 S
C

H

OSD

FF

AD

A
S

 S
C

H
4'

-0
"

AS SCH

FF

LS -  LOUVERED (SINGLE)
LD -  LOUVERED (DOUBLE)
OCD -  OVERHEAD COILING DOOR
OCG -  OVERHEAD COILING GRILLE
OSD -  OVERHEAD SECTIONAL DOOR
AD -  ACCESS DOOR

ABBREVIATIONS:
ACT - ACOUSTICAL CEILING TILE
AMP - ACOUSTICAL METAL PAN
CPT SHT - CARPET SHEET
CPT TL - CARPET TILE
CBB - CEMENTITIOUS BACKER BOARD
CT - CERAMIC TILE
CONC - CONCRETE
CMU - CONCRETE MASONRY UNIT
CRN MLDG - CROWN MOLDING
ENTR GRL - ENTRANCE GRILLE
EXP - EXPOSED
GL BLK - GLASS BLOCK
GL TL - GLASS TILE
GYP BD - GYPSUM BOARD
IRWC - IMPACT RESISTANT WALL COVERING

PT - PAINT
PLAS - PLASTER
PLYWD - PLYWOOD
POL CONC - POLISHED CONCRETE
PIS - PREFINISHED INSULATION SYSTEM
QT - QUARRY TILE
RF - RESILIENT FLOORING
RBR - RUBBER
SLR - SEALER
TERR - TERRAZZO
UNFIN - UNFINISHED
VCT - VINYL COMPOSITION TILE
VWC - VINYL WALL COVERING
WSCT - WAINSCOT
WD - WOOD

SCALE:  1/8" = 1'-0"C2 DOOR AND FRAME TYPES

ROOM FINISH SCHEDULE

ROOM NO. ROOM NAME FLOOR BASE

WALLS (SUBSTRATE/FINISH) CEILING

NOTESNORTH SOUTH EAST WEST SUBSTRATE/FINISH HEIGHT

103 KITCHEN VCT RUBBER PAINT PAINT PAINT PNT PAINT EXISTING

105 WOMENS BATHROOM EXISTING NONE FRP/PAINT FRP/PAINT FRP/PAINT FRP/PAINT ACT 8'-0" PATCH EXISTING TILE FLOOR

106 MEN'S BATHROOM EXISTING NONE FRP/PAINT FRP/PAINT FRP/PAINT FRP/PAINT ACT 8'-0" PATCH EXISTING TILE FLOOR
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REMOVE EXISTING DOOR AND SALVAGE FOR REINSTALLATION

DEMOLISH ALL PARTITIONS TYP.

DEMOLISH SINKS, TYP. 

DEMOLISH ALL TOILETS , TYP.

SEE K-101 FOR ADDITIONAL KITCHEN DEMOLITION

DEMOLISH ALL TOILETS, TYP. 

DEMOLISH TOILET PARTITIONS, TYP.

DEMOLISH SINKS, TYP.

DEMOLISH TILED PLATFORM

DEMOLISH URINALS, TYP.

DEMOLISH ACCESSORIES SUCH AS MIRROR, SOAP 
DISPENSERS, PAPER TOWEL DISPENSERS, ETC. 

DEMOLISH ALL BATHROOM ACCESSORIES, SUCH AS SOAP 
DISPENSER, MIRROS, PAPER TOWEL DISPENSERS, ETC. 

REMOVE 
EXISTING 
FLOORING & 
BASE. PREP FOR 
NEW FLOOR. 

DEMOLISH DOOR

PLAN
NORTH

8'0 4' 16'
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SCALE:  1/8" = 1'-0"1 FIRST FLOOR DEMOLITION PLAN









S
TATE OF NEW

YOR
K

L
IC

E
N

S
E

D

PROFESS I ONA L

EN
G

I N
E

E
R

EXCELS IOR

M
A

U
R

E
E N K .

C

L
E

G
G

0 6 5 9 2
1

Copyright
c

NO ALTERATION PERMITTED HEREON
EXCEPT AS PROVIDED UNDER SECTION
7209 SUBDIVISION 2 OF THE NEW YORK
EDUCATION LAW

DATEMARK

REVISIONS

DESCRIPTION

B

A

1 2 3

C

1 2 3

B

A

4

C

4

41 State Street, suite 600
Albany, New York 12207

Phone: 518-915-7349
www.cscos.com

C&S Engineers, Inc.

R

DESIGNED BY:

DRAWN BY:

CHECKED BY:

PROJECT NO:

DATE:

DEMOLITION PHOTOS

PD−102

OCTOBER 29, 2018

C. TWOMBLY

C. TWOMBLY

J. DELEO

655.006.001

JA
Y

 E
M

E
R

G
E

N
C

Y
 S

H
E

L
T

E
R

U
P

G
R

A
D

E
11

 S
C

H
O

O
L

 L
A

N
E

 A
U

 S
A

B
L

E
 F

O
R

K
S

,
N

Y
 1

29
12

C1 MENS BATHROOM − PHOTO 1
SCALE: NOT TO SCALE C2 MENS BATHROOM − PHOTO 2

SCALE: NOT TO SCALE C3 MENS BATHROOM − PHOTO 3
SCALE: NOT TO SCALE C4 MENS BATHROOM − PHOTO 4

SCALE: NOT TO SCALE

B1 MENS BATHROOM − PHOTO 5
SCALE: NOT TO SCALE B2 MENS BATHROOM − PHOTO 6

SCALE: NOT TO SCALE B3 MENS BATHROOM − PHOTO 7
SCALE: NOT TO SCALE B4 WOMENS BATHROOM − PHOTO 8

SCALE: NOT TO SCALE

A1 WOMENS BATHROOM −  PHOTO 9
SCALE: NOT TO SCALE A2 WOMENS BATHROOM − PHOTO 10

SCALE: NOT TO SCALE A3 WOMENS BATHROOM − PHOTO 11
SCALE: NOT TO SCALE A4 WOMENS BATHROOM − PHOTO 12

SCALE: NOT TO SCALE

REMOVE PIPING, 
PATCH AS 
REQUIRED

REMOVE PIPING, 
PATCH AS 
REQUIRED

REMOVE PIPING, 
PATCH AS 
REQUIRED

REMOVE PIPING, 
PATCH AS REQUIRED

REMOVE CONCRETE 
FILLED 
WATERCLOSET 
FLANGE. REMOVE 4" 
PIPE DOWN. PATCH 
AS REQUIRED

REMOVE CONCRETE 
FILLED 
WATERCLOSET 
FLANGE. REMOVE 4" 
PIPE DOWN. PATCH 
AS REQUIRED

REMOVE WOODEN 
ENCLOSURE

REMOVE URINAL AND 
ASSOCIATED PIPING

REMOVE.. COORDINATE
WITH OWNER FOR 
RELOCATION. PATCH 
FLOOR.

REMOVE CONCRETE 
FILLED 
WATERCLOSET 
FLANGE. REMOVE 4" 
PIPE DOWN. PATCH 
AS REQUIRED

REMOVE CONCRETE 
FILLED 
WATERCLOSET 
FLANGE. REMOVE 4" 
PIPE DOWN. PATCH 
AS REQUIRED

REMOVE PIPING. PATCH
AS REQUIRED.

REMOVE PIPING. PATCH
AS REQUIRED.

LOCATE 1/2" DHW PIPE
BELOW 1ST FLOOR SLAB.
CUT 12" FROM BOTTOM
OF SLAB. RECONNECT 
INTO 1/2" DHW 140F.



S

S

3/4" DCW DN

1/2" DCW DN

4" SAN DN
4" SAN DN

2" SAN 
DN

2" SAN DN

4" FD

WC-1WCWC

SHSH-1

HB

LAV LAV

3/4" DHW DN

1 1/2" V. DN

EX 4" VENT

EX 2" VENT

1 1/2" VENT 
IN CLG

1 1/2" SAN, 1/2" DHWR, DHW, & DCW DN (TYP. 2)

CO

4" V. UP

DCW (E)

SAN (E)4"  SAN UP TO FDBALANCING 
VALVE

(2.50 GPM)

3/4" DHW UP 
TO SHOWERS

3/4" DCW UP 
TO SHOWERS

2" SAN UP TO 
SHOWERS

1 1/2" SAN, 1/2" 
DHW, DHWR & DCW 

UP TO LAVS

2" SAN UP 
TO SH

4" SAN &1/2" DCW UP 
TO WATERCLOSETS

4" SAN & 1/2" DCW UP 
TO WATERCLOSETS

4" SAN &1/2" DCW UP 
TO WATERCLOSETS

STEAM PIPING (E)

3/4"

1"

4"4"

3/4"

3"2"

1/2"

1 1/2" V. UP

6

3/4"

SAN

CO

3" SAN UP TO
FLOOR SINK

1/2" DHW (140) & 
DCW UP TO SINK

11/2" SAN, 1/2" DHW & 
DCW UP TO HAND SINK

BALANCING VALVE (0.50 GPM)

3" SAN UP

1/2" DHW (140) & DCW UP 
TO POT AND PAN SINK

3" 3"

1 1/2"

1 1/2"

14
0

140
140

3/4"

CONNECT TO NEAREST 
EX. CW & SAN PIPING

COORDINATE 
PIPING LOCATION 
WITH MECHANICAL 
DUCTWORK

4
5

3/4" LP 

1-1/4" LP 

3/4" LP 

PROPANE TANK 
PROVIDED BY OTHERS

HIGH PRESSURE 
REGULATOR (TYP)

SHUT-OFF VALVE (TYP)

CONCRETE 
PAD

1-1/2" G. DN

ABOVE GRADE

MAU-1

1 1/4" LP UP TO RANGE

1-1/4" LP 

CO

SAN

4" SAN UP 
TO FD

2" SAN UP
TO SH-1

3/4" DCW UP 
TO SHOWERS

1 1/2" V UP

3/4" DHW UP 
TO SHOWERS

4" SAN UP TO 
WC & WC-1

1/2" DCW UP 
TO WC & WC-1

BALANCING 
VALVE 
(0.50 GPM)

DCW (E)

4" SAN (E)
SAN

1-1/2" SAN, 1/2" 
DHW, DHWR & 
DCW UP TO LAVS 2" SAN UP TO 

URINALS

SHUT-OFF (TYP)

CO

3/4" DCW UP TO 
URINALS

2" SAN UP TO 
URINALS

3/4" DCW UP TO 
URINALS

4" VENT UP (E)

2" SAN UP TO SH

3/4"

14
0

1"

3/4"

4"
1"

4"

3" 1"
2"

1"

1"

2"4"
3/4"

3

2

3" SAN UP 
TO MS

1/2" DHW

1/2" DCW & 
DHW UP

1 1/2" V UP 

2" V UP

2" SAN DN

2" SAN 
DN

4" SAN DN

1 1/2" DCW DN

2" SAN, 3/4" DCW DN
(TYP FOR EACH UR)

2" SAN DN, 1-1/2" 
V RISE (TYP 2)

EX 4" VENT

1 1/2" SAN, 1/2" 
DHW, DHWR & 

DCW DN
1 1/2" V RISE

2" V IN 
CLG

3/4" DHW DN

3/4" DCW DN

SH SH-1

WCWC-1

1 1/2" V DN

4" FD
RADIATOR (E)

3" SAN DN

MS

PROVIDE WITH SERVICE FAUCET,
HOSE AND HOSE BRACKET AND 

MOP HANGER. 2" V IN 
CLG

1 1/2" V IN 
CLG

1 1/2" V DN

2" V DN

2" 2"

1 1/2" V

RP-1

DWH-1

MIXING VALVE

ET-1

B-1

BOILER (E)

1
1-1/2" DCW (E)

1-1/2" DCW 

1" DHWR 

1" DHWR 

3/4" DHWR (E)
REBALANCE BALANCING 
VALVE TO 2.0 GPM

OIL (E)

1-1/2" 
DCW 

THERMAL TRAP

OIL (E)

3/4" DHWR 

3/4" DHW 140 

1" DHW

3/4" DCW 

BLOWDOWN COOLER

1/2" OIL

1/2" OIL

8ø

8ø

WOMENS ROOM

KITCHEN
MENS ROOM

MENS ROOM

BOILER ROOM

KITCHEN

WOMENS ROOM

1-1/4" LP ABOVE GRADE 

1 1/4" LP DN

1-1/4" LP BELOW SLAB 

RANGE

NOTE: PROVIDE GAS SOLENOID 
VALVE ON PROPANE GAS LINE 
FEEDING RANGE AND WIRE
TO FIRE PROTECTION  SYSTEM 
SO THAT THE VALVE CLOSES 
WHEN FIRE  SYSTEM IS 
ACTIVATED.
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SCALE:  1/4" = 1'-0"
B2 PARTIAL FIRST FLOOR PLUMBING PLAN - WOMENS ROOM

SCALE:  1/4" = 1'-0"
B1 PARTIAL BASEMENT PLUMBING PLAN - WOMENS ROOM

SCALE:  1/4" = 1'-0"
A1 PARTIAL BASEMENT PLUMBING PLAN - KITCHEN

SCALE:  1/4" = 1'-0"
C1 PARTIAL BASEMENT PLUMBING PLAN - MENS ROOM

SCALE:  1/4" = 1'-0"
C2 PARTIAL FIRST FLOOR PLUMBING PLAN - MENS ROOM

SCALE:  1/4" = 1'-0"
B3 PARTIAL BASEMENT PUMBING PLAN - BOILER ROOM

SCALE: NOT TO SCALE
A3 FIRST FLOOR PLUMBING KEY PLAN

SCALE: NOT TO SCALE
B4 BASEMENT PLUMBING KEY PLAN

A4 KEYED NOTES
SCALE: NOT TO SCALE

LAV LAV UR UR

HB

SCALE:  1/4" = 1'-0"
A2 PARTIAL FIRST FLOOR PLUMBING PLAN - KITCHEN

1 DHW, DHWR AND DHW 140 CONTINUE TO DWG P-101 / C1 WITH PIPE SIZES SHOWN FOR AN ADDITIONAL 20'-0". 

2 DHW, DHWR, AND DHW 140 CONTINUE TO DWG P-101 / B3 WITH PIPE SIZES SHOWN FOR AN ADDITIONAL 20'-0". 

3 DHW, DHWR AND DHW 140 CONTINUE TO DWG P-101 / A1 WITH PIPE SIZES SHOWN FOR AN ADDITIONAL 27'-0". 

4 DHW, DHWR AND DHW 140 CONTINUE TO DWG P-101 / C1 WITH PIPE SIZES SHOWN FOR AN ADDITIONAL 27'-0". 

5 DHW AND DHWR COTINUE TO DWG P-101 / B1 WITH PIPE SIZES SHOWN FOR AN ADDITIONAL 30'-0". 

6 DHW AND DHWR COTINUE TO DWG P-101 / A1 WITH PIPE SIZES SHOWN FOR AN ADDITIONAL 30'-0". 

P-001

B4

PROVIDE DOUBLE WALL 
VENT PIPING RATED TO 
UL 103 WITH DRAFT 
INDUCER




