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THE LATEST REVISIONS OF THE STANDARD SHEETS MAINTAINED BY THE DEPARTMENT, WHICH
ARE CURRENT ON THE DATE OF ADVERTISEMENT FOR BIDS, SHALL BE CONSIDERED TO BE IN
EFFECT. ALL PAY ITEMS AND WORK CONTAINED IN THE CONTRACT AND ANY ADDITIONAL PAY
ITEMS AND WORK ENCOUNTERED DURING THE COURSE OF THE CONTRACT SHALL BE SUBJECT
ggc mEN%EPLICABLE STANDARD SHEET(S) UNLESS OTHERWISE SPECIFIED IN THE CONTRACT

ALL WORK CONTEMPLATED UNDER THIS CONTRACT IS TO BE COVERED BY AND IN CONFORMITY
WITH THE STANDARD SPECIFICATIONS (US CUSTOMARY) REFERENCED IN THE CONTRACT
PROJECT "PROPOSAL" EXCEPT AS MODIFIED BY THESE PLANS OR BY CHANGES SET FORTH IN
THE CONTRACT PROJECT "PROPOSAL."

CONTRACT PLANS HAVE BEEN DESIGNED IN ACCORDANCE WITH NYSDOT POLICIES
AND GUIDELINES AND THE FINAL DESIGN REPORT APPROVED ON 12/20/2022.

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING UNDER THE
DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT,
OR LAND SURVEYOR, TO ALTER AN ITEM IN ANY WAY. IF AN TTEM BEARING THE STAMP OF

ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE
ARCHITECT, OR LAND SURVEYOR SHALL STAWP THE DOCUMENT AND INCLUDE THE NOTATION
"ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH ALTERATION, AND A
SPECIFIC DESCRIPTION OF THE ALTERATION.
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TOWN OF TICONDEROGA

PROJECT LOCATION B.I.N. 3301870
THE PROJECT IS LOCATED IN THE TOWN OF TICONDEROGA LOCATED ON ALEXANDRIA AVENUE
BEGINNING NEAR THE INTERSECTION OF LORD HOWE STREET AND ALEXANDRIA AVENUE, AND ALEXANDRIA AVENUE OVER LAKE GEORGE OUTLET
ENDING APPROXIMATELY 800 FT. EAST AT THE INTERSECTION OF LAKE GEORGE AVENUE AND
ALEXANDRIA AVENUE. THE PROJECT IS LOCATED WITHIN THE ADIRONDACK PARK. FEDERAL AID PROJECT

COUNTY: ESSEX

FED. ROAD REG. NO. STATE SHEET NO.
1 NY. 1 0F 8t
CAPITAL PROJECT
DENTIFICATION No. 1 760.52
NY ENGINEERING FIRM CERTIFICATE
| INDEX ON SHEET NO. 2 | 0. otaa50
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INDEX TOTAL NUMBER OF SHEETS 81

NHEET - | DESCRIPTION DRAWING NUMBER

1 TITLE SHEET TITLE

2 INDEX AND ABBREVIATION IN-1

3 LEGEND (1 OF 2) LD-1

4 LEGEND (2 OF 2) LD-2

5 GENERAL NOTES ON-1

6-7 ESTIMATE OF QUANTITIES EQ-1 TO EQ-2

8 SURVEY CONTROL PLAN Sv-1
9 70 10 | MISCELLANEOUS TABLES MT-1 TO MT-2

1 MISCELLANEOUS DETAILS MD-1
12 T0 14| TYPICAL ROADWAY SECTIONS TS-1 T0 TS-3
15 T0 19| WORK ZONE TRAFFIC CONTROL PLANS TC-1 TO TC-5
20 T0 25| UTILITY PLANS UT-1 TO UT-6
26 T0 30| PROPOSED ROADWAY PLANS RD-1 TO RD-5
31 70 35| PROPOSED ROADWAY PROFILES PR-1 TO PR-5

3 GENERAL PLAN AND ELEVATION ST-1

37 EXCAVATION AND EMBANKMENT PLAN ST-2

38 EXCAVATION AND EMBANKMENT SECTIONS (1 OF 2) ST-3

39 EXCAVATION AND EMBANKMENT SECTIONS (2 OF 2) ST-4

40 SOIL BORING LOGS (1 OF 2) ST-5

4 SOIL BORING LOGS (2 OF 2) ST-6

42 WEST ABUTMENT PLAN, ELEVATION AND SECTION ST-1

43 WEST ABUTMENT REINFORCING PLAN, ELEVATION AND SECTION ST-8

44 WEST ABUTMENT REINFORCING PLANS AND DETAILS ST-9

45 EAST ABUTMENT PLAN, ELEVATION AND SECTION ST-10

46 EAST ABUTMENT REINFORCING PLAN, ELEVATION AND SECTION ST-11

4 EAST ABUTMENT REINFORCING PLANS AND DETAILS ST-12

48 WINGWALL REINFORCING PLANS, ELEVATIONS AND SECTIONS (1 OF 2) ST-13

49 WINGWALL REINFORCING PLANS, ELEVATIONS AND SECTIONS (2 OF 2) ST-14

50 MISCELLANEOUS ABUTMENT DETAILS ST-15

51 NEXT BEAM - TYPE D TRANSVERSE SECTION AND BEAM LAYOUT ST-16

52 NEXT BEAM - TYPE D TYPICAL SECTION AND STRAND DETAILS ST-17

53 NEXT BEAM - TYPE D FASCIA BEAM REINFORCING PLANS ST-18

54 NEXT BEAM - TYPE D INTERIOR BEAM REINFORCING PLAN AND ELEVATION ST-19

55 NEXT BEAM - TYPE D FASCIA BEAM REINFORCING SECTIONS ST-20

56 NEXT BEAM - TYPE D INTERIOR BEAM REINFORCING SECTIONS sT-21

57 NEXT BEAM - TYPE D MISCELLANEOUS BEAM DETAILS (1 OF 3) ST-22

58 NEXT BEAM - TYPE D MISCELLANEOUS BEAM DETAILS (2 OF 3) ST-23

59 NEXT BEAM - TYPE D MISCELLANEOUS BEAM DETAILS (3 OF 3) ST-24

60 NEXT BEAM - TYPE D MISCELLANEOUS BEARING DETAILS ST-25

61 ELASTOMERIC BEARING DETAILS (TYPE E.B. - EXPANSION) ST-26

62 ELASTOMERIC BEARING DETAILS (TYPE E.B. - FIXED) sT-21

63 APPROACH SLAB REINFORCING PLAN AND DETAILS ST-28

64 JOINTLESS END DIAPHRAGM REINFORCING PLAN AND DETAILS ST-29

65 APPROACH SLAB REINFORCING SECTION AND JOINTLESS END DIAPHRAGM DETAILS ST-30

66 MISCELLANEOUS CONSTRUCTION JOINT DETAILS ST-31

67 CONCRETE PARAPET DETAILS (NORTH PARAPET) ST-32

68 CONCRETE PARAPET DETAILS (SOUTH PARAPET) ST-33

69 CONCRETE PARAPET REINFORCING ELEVATIONS ST-34
70 TO 72| GUIDE RAILING, PAVEMENT STRIPING AND SIGN LAYOUT ST-35 T0 ST-37
73 70 78| RAILING DETAILS ST-38 T0 ST-43
79 70 80| BARLISTS ST-44 TO ST-45

81 BAR BENDING DIAGRAMS ST-46

ALIGNMENT TOPOGRAPHY (MISCELLANEOUS) UTILITIES
ABBR. DESCRIPTION ABBR. | DESCRIPTION ABBR. DESCRIPTION
AH | AHEAD ABUT| _ABUTMENT £ | ELECTRIC
AZ | AZIMUTH AOBE | AS ORDERED BY ENGINEER EMH | ELECTRIC MANHOLE
BK | BACK ASPH| ASPHALT 6 | oAS
B | BASELINE BDY| BOUNDARY 6P | GUY POLE
BRG | BEARING BLDG| BUILDING GSB | GAS SERVICE BOX (HOUSE LINE)
€ | CENTERLINE BM| BENCH MARK GV | GAS VALVE (MAIN LINE)
CS | CURVE TO SPIRAL CC| CENTER TO CENTER HYD | HYDRANT
e | SUPERELEVATION RATE (CROSS SLOPE) CONC| CONCRETE LP | LIGHT POLE
EQ_| EQUALITY CONST | _CONSTRUCTION LPG | LOW PRESSURE GAS
EXT | EXTERNAL CR|_COUNTY ROAD PP | POWER POLE
HCL | HORIZONTAL CONTROL LINE D] DEED DISTANCE SA | SANITARY SEWER
HSD | HEADLIGHT SIGHT DISTANCE DM| DIRECT MEASUREMENT SMH | SANITARY MANHOLE
L | LENGTH OF CIRCULAR CURVE DWY| DRIVEWAY ST | STORM SEWER
LS | LENGTH OF SPIRAL EP| EDGE OF PAVEMENT T | TELEPHONE
LVC | LENGTH OF VERTICAL CURVE ES| EDGE OF SHOULDER TCB | TRAFFIC CONTROL BOX
E | CENTER CORRECTION OF VERTICAL CURVE FEE| FEE ACQUISITION TELBOX | TELEPHONE BOX
M | MAIN LINE FEE WO/A] FEE ACQUISITION WITHOUT ACCESS TEL P | TELEPHONE POLE
PC | POINT OF CURVATURE FP| FENCE POST TMH | TELEPHONE MANHOLE
PI | POINT OF INTERSECTION FD| _FOUNDATION CTV | CABLE TELEVISION
POL | POINT ON LINE FL| FENCE LINE W | WATER
PSD | PASSING SIGHT DISTANCE GAR| GARAGE WSB | WATER SERVICE BOX (HOUSE LINE)
PT | POINT OF TANGENT GR|GRAVEL WV | WATER VALVE (MAIN LIND)
PVC_| POINT OF VERTICAL CURVE HO | _HOUSE
PVI | POINT OF VERTICAL INTERSECTION HWY | HIGHWAY SUBSURFACE EXPLORATION
PVT | POINT OF VERTICAL TANGENT IP| IRON PIN OR IRON PIPE ABER. | DESCRIPTION
R | RADIUS MB | MAILBOX
SC_|_SPIRAL 70 CURVE MON | MONUMENT REPLACE ABBREVIATION "AB" WITH:
SSD | STOPPING SIGHT DISTANCE N&W| NAIL AND WASHER AH | HAND AUGER
ST | SPIRAL TO TANGENT 0G| ORIGINAL GROUND CP | CONE PENTROMETER
STA | STATION 0/H| _OVERHEAD DA | 2V, INCHES CASED DRILL HOLE
T | TANGENT LENGTH P PARCEL DM | DRILLING MUD
TGL | THEORETICAL GRADE LINE PAVT | _PAVEMENT DN | 4 INCHES CASED DRILL HOLE
TS | TANGENT TO SPIRAL PE| PERMANENT EASEMENT FH | HOLLOW FLIGHT AUGER
VC | VERTICAL CURVE PED POLE | PEDESTRIAN POLE PA | POWER AUGER
P | PROPERTY LINE PH | PROBE
TOPOGRAPHY (DRAINAGE) POR| _PORCH PT | PERCOLATION TEST HOLE
ABBR. | DESCRIPTION RR|__RAILROAD RP | 1 INCH SAMPLER (RETRACTABLE PLUG)
BB | BOTTOM OF BANK (STREAM) RTE| ROUTE TO BE DEFINED AT THE TIME OF EXPLORATION
BC | BOTTOM OF CURB ROW| RIGHT OF WAY SP | SEISMIC POINT
BO | BOTTOM OF OPENING RW| RETAINING WALL TP | TEST PIT
CAP CORRUGATED ALUMINUM PIPE SH| STATE HIGHWAY ABBREVIATION "C" IN CATEGORIES:
CB CATCH BASIN SHLDR [ SHOULDER DA, DM, DN, AND FH WITH:
CIP_| CAST IRON PIPE SPK| SPIKE B | BRIDGE
C STRM | _CENTERLINE OF STREAM ST| STREET c | cut
CMP_| CORRUGATED METAL PIPE STK| STAKE D | DaM
CP | CONCRETE PIPE STY| STORY F | FILL
CSP_| CORRUGATED STEEL PIPE SW| SIDEWALK K | CULVERT
CULV_| CULVERT TE| TEMPORARY EASEMENT W | WALL
DIA_ | DIAMETER TO| TEMPORARY OCCUPANCY X | TO BE USED IF ONE OF THE ABOVE CANNOT
DMH DRAINAGE MANHOLE U/G| UNDERGROUND BE DEFINED AT THE TIME THE EXPLORATION
DS | DRAINAGE STRUCTURE PIPE WW| WING WALL IS MADE
D'XING | _DITCH CROSSING
EHY | SXTREE HIGH WATER STANDARD | ITEM PAYMENT UNIT: EQUIVALENT
ELEV | ELEVATION (SPYLMA?% ESR%ESO FSHEET :‘S%ME%NS%??%%AL)
ELW | EXTREME LOW WATER q
ES | END SECTION " - INCHES
HW | HEADWALL ' LF LINEAR FEET
INV_ | INVERT mi ML MILES
MH | MANHOLE 12 SF SQUARE FEET
MHW | MEAN HIGH WATER YDZ sy SQUARE_YARD
OHW | ORDINARY HIGH WATER AC AC ACRES
OLW | ORDINARY LOW WATER YD? cY CUBIC_YARD
RCP | REINFORCED CONCRETE PIPE GAL GAL GALLON
SICPP | SMOOTH INTERIOR CORRUGATED POLYETHYLENE PIPE Ib LB POUND
TB | TOP OF BANK (STREAM) TON TON TON
TC | TOP OF CURB
TG | TOP OF GRATE
T T ST ST ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS

8053 US ROUTE 9, ELIZABETHTOWN, NY 12932

TOWN: TICONDEROGA

COUNTY: ESSEX

REGION: 1

PIN 1760.52

COUNTY ROAD 77
UTILITY QUALITY LEVEL C

BRIDGES
3301870

CULVERTS

ALL DIMENSIONS IN ft UNLESS OTHERWISE NOTED

INDEX AND ABBREVIATIONS
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OVER
LAKE GEORGE OUTLET
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ALIGNMENT LANDSCAPE ROADWAY TRAFFIC WORK ZONE
STYLE NAME DESCRIPTION STYLE NAME DESCRIPTION STYLE NAME DESCRIPTION [ I I ] TWZBT_P | BARRIER, TEMPORARY
— AC CONTROL (CENTERLINE) A LABL | AREA, BRUSH LINE a RCZP | CLEAR ZONE === | TwzaTwL_p| PARRIER. TEMPORARY, W/ WARNING
— AD_P DETOUR NVVVVVNVANANA LAHR AREA, HEDGE ROW —O0—O— RG GUIDE RAIL, MISCELLANEOUS | | | [ | TWZCD_P | CHANNELIZING DEVICE
—_— - | atp TRANSITION CONTROL A LAPB AREA, PLANTING BED —0—0— RGB GUIDE RAIL, BOX BEAM NANNNNNNNN | 7wzpure_p| PAVEMENT MARKING REMOVAL OR
BRIDGE —t LAWA AREA, WOODED AREA OUTLINE [T I RGBM GUIDE RAIL, BOX BEAM, MEDIAN UTILITIES
—0—0—0— BR RAIL - LAWE AREA, WATERS EDGE RGC GUIDE RAIL, CABLE STYLE NAME DESCRIPTION
NN/ | BsHt | sHEET PILING A A LCUT_P | CUT LIMIT == | RGCB | GUIDE RAIL, CONCRETE BARRIER ¢ uc CONDUIT, UNDERGROUND
CONTROL L I LFILLP | FILL LIMIT o o RGP_P | GUIDE PoST Il ucH CONDUIT, HANGING
B CcB BASELINE LFNC FENCE - S = RGW GUIDE RAIL, W BEAM oc uco CONDUIT, OVERHEAD
£ UE ELECTRIC LINE, UNDERGROUND
[ - CBPR BASELINE, PROJECTION SEEeEEeleeiek LTRC TREE ROW, CONIFEROUS X X RGWM GUIDE RAIL, W BEAM, MEDIAN N
OO0 LTRD | TREE ROW, DECIDUOUS RPB PARKING BUMPER H UEH ELECTRIC LINE, HANGING
\ .
DRAINAGE 0f UEO ELECTRIC LINE, OVERHEAD
ST DCP CULVERT PIPE & s & | LW WALL, H PILE G © | RRC RAIL ROAD, CATENARY 0eT UETO | ELECTRIC TRANSMISSION, OVERHEAD
ST DCP_P CULVERT PIPE (DIR) LWR WALL, RETAINING 3R} RRER RAIL ROAD, 3RD RAIL UESS ELECTRIC, SUBSTATIONS
OO LWs WALL, STONE
H DDG.P | DITCH, GRASS LINED RRPLS_P | RAIL, PHOTO, LARGE SCALE Fo UFO FIBER OPTIC, UNDERGROUND
ROW_MAPPING IFol UFOH | FIBER OPTIC, HANGING
—s DDP_P | DITCH, PAVED INVERT — MDL DEED LINE RRPSS | RAIL, PHOTO, SMALL SCALE 0F0 UFOO0 FIBER OPTIC, OVERHEAD
- PE - RN RN RRS RUMBLE STRIP
E DDS_P | DITCH, STONE LINED MEE EASEMENT, EXISTING ¢ us GAS, UNDERGROUND
- PE - | MEP.P | EASEMENT, PERMANENT A | RRsis_P | RAIL, SURVEY, LARGE SCALE
orip | Fiow ne LN ol UGH GAS, HANGING
- APE - | MEPAP | EASEMENT, PERMANENT, APPROX. b RRSSS | RAIL, SURVEY, SMALL SCALE 0 0G0 GAS. OVERHEAD
e e e e ) DSSD SLOTTED DRAIN e VETP EASEMENT. TEMPORARY SIGNS »
- - B ’ I uic INFORM CABLE, UNDERGROUND
0> DUDP | UNDERDRAIN
- ATE - | METAP | EASEMENT. TEMPORARY, APPROX. R —— SBLB | BILLBOARDS I UICH INFORM CABLE, HANGING
ENVIRONMENTAL Fec MFP | FEE ACQUISITION, W/ ACCESS 5 5 5 |SM | MULTIPLE PosT ; o | ol LINE, UNDERGROUND
2 B | EBLHS | BALE, STRAW —
AFEE MFA_P | FEE ACQUISITION, APPROXIMATE G=====0 |[550 STRUCTURE, OVERHEAD ol uoH OIL LINE, HANGING
ECT CURTAIN, TURBIDITY _ [ wrsp | FEE ACQUISITION, SHAPE 5 SSOC | STRUCTURE, OVHD. CANTILEVER - UPBP | POLE, BRACE, PUSH BRACE
EDMC DAM, COFFER FEE W/0A MFWOA_P | FEE ACQUISITION, W/0 ACCESS STRIPING : :
f _— - \ S UPGN | POLE, GUY WIRE
kﬂ I@ EDMECP | DAM, EARTHEN CHECK | ............... MHA HISTORICAL, ACQUISITION STB# BROKEN LINE < USA SANITARY SEWER, UNDERGROUND
m Iq EDMGSC.P| DAV, GRAVEL BAG/SAND BAG CHECK |~ HB - MHB HIGHWAY BOUNDARY STDB* | DOUBLE BROKEN LINE oAl USAH | SANITARY SEWER, HANGING
- AHB - | MHBA | HIGHWAY BOUNDARY, APPROX. - - —— |/ STOL» | DOTTED LINE LONG SAF USAF | SANITARY SEWER, FORCE MAIN, UGND)
|I| |I| EDNPC-P | DAN, PREFABRICATED CHECK OO0 | MHBW. | HWY BOUNDARY, FACE OF WALL - - - = = STDSs | DOTTED LINE SHORT Jsaf| USAFH | SANITARY SEWER, FORCE MAIN, HANG
m m EDMSC_P | DAM, STONE CHECK HB W/0A MHBWOA | HIGHWAY BOUNDARY, W/0 ACCESS STFBs | FULL BARRIER LINE r ut TELEPHONE, UNDERGROUND
- == MJC JURISDICTION, CITY STH‘ HATCH LINE ]7-[ UTH TELEPHONE, HANGING
EFNS | FENCE, SLLT MJCY | JURISDICTION, COUNTY STPBs | PARTIAL BARRIER LINE
———— — ernsv | FENCE, SILT & VEGETATION b or uTo TELEPHONE, OVERHEAD
A4 A4 - = MJHD JURISDICTION, HISTORIC DISTRICT I N S R S— STRCT ROUNDABOUT, CAT TRACKS cTV utv CABLE TV, UNDERGROUND
e — EFNV FENCE, VEGETATION
— - MILL | JURIs., GREAT, MiLITARY) LT LINE|] VT VYVVYVYVVYVY STRYL | ROUNDABOUT, YIELD LINE IeTvf UTVH | CABLE TV, HANGING
= EWAAP ] WETLAND, ADJACENT AREA _— MIN JURISDICTION, NATION STSB | STOP BAR 0Ty UTVO | CABLE TV, OVERHEAD
Fu EWF NETLAND, FEDERAL — MJPB | JURISDICTION, PUBLIC LANDS STSEs | SOLID, EDGE :
y * 'y W 'y
Fw [w] EWFS | WETLAND, FEDERAL AND STATE s RISOICTION, STATE w uu UNKNOWN, UNDERGROUND
[ow] EWM | WETLAND, MITIGATION AREA T JURISDICTION' S— LTI | sme | x wack, Lavoew Lane b UUH | UNKNOWN, HANGING
£l ENS WETLAND, STATE — WV JURISDICTION’ VILLAGE Tonnnnnnnnnno STXLB | X WALK, LADDER BAR LINE i wo UNKNOWN, OVERHEAD
- h W uw WATER LINE, UNDERGROUND
- - MPL PROPERTY LOT LINE * = W (WHITE) OR Y (YELLOW) m UWH WATER LINE, HANGING
_ MPLA | PROPERTY LOT LINE, APPROXIMATE TRAFFIC CONTROL o . WATER LINE, OVERHEAD
- wsL | suB LoT e | Tesw | stonaL, span WIRE
1. THE LEGEND ILLUSTRATES MAPPING FEATURES (EXISTING AND PROPOSED).
2. FEATURES ARE SHOWN AS EITHER LINEAR (ROADWAY GUIDERAIL, ROADWAY SIDEWALK,
UTILITY LINES, ETC.) OR POINT (SIGN, UTILITY POLE, ETC.).
3. FEATURES SHONN ON THE LEGEND AS EXISTING FEATURES ALSO HAVE
CORRESPONDING PROPOSED FEATURES.
4, PROPOSED FEATURE SYMBOLOGY IS IDENTICAL TO EXISTING FEATURE SYMBOLOGY EXCLUDING ESSEX COUNTY DEPARTUENT OF PUBLIC NORKS e o $iotar0 CLLVERTS AL DINENSIONS IN 7t UNLESS OTHERWISE NOTED CONTRACT NUMBER
) LINE VEIGHT." LINE WEIGHT FOR PROPOSED FEATURES 15 THICKER (0.015 In ON B SIZE 8053 US ROUTE 9, ELIZABETHTOMN, NY 12932 ﬁgfi‘g m&g LEVEL ¢ LEGEND LD040425
X (1 OF 2)
5. MAPPING FEATURES NOT INCLUDED ON THE LEGEND SHEET DO NOT HAVE A UNIQUE TOWN: TICONDEROGA ALEXANDRIA AVENUE DRAWING NO. LD-1
SYMBOLOGY (SUCH AS THE PAVEMENT EDGE, PAVEMENT EDGE OF TRAVEL WAY) AND SHOULD OVER

6.

BE LABELED ON THE PLANS.

FEATURES SHOWN AT THE HEAVIER WEIGHT ARE PROPOSED ONLY AND DO NOT
HAVE CORRESPONDING EXISTING FEATURES.

COUNTY: ESSEX

REGION: 1

LAKE GEORGE OUTLET

SHEET NO. 3 OF 81
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ALIGNMENT DRAINAGE ITS ROW MAPPING SIGNS UTILITIES
CELL | NAME | DESCRIPTION CELL | NAME DESCRIPTION CELL | NAME DESCRIPTION CELL | NAME DESCRIPTION CELL | NAME DESCRIPTION CELL | NAME DESCRIPTION
& | Acc CENTER OF CURVATURE + | DNV INVERT @ | IaNT P ANTENNAS @ | moL1p DEED LINE, TYPE 1 4 S SINGLE POST B | UueB ELECTRIC, BOX
+ ACOGO C0GO |§‘ DS STRUCTURE, RECTANGULAR A | 1asCTS ACCOU. SPEED/COUNT SNSR.S @ | MDL2P DEED LINE, TYPE 2 P S_P SINGLE POST, PROPOSED UEM ELECTRIC, METER
L
ACS CURVE TO SPIRAL + | ost STRUCTURE, INVERT (P] | ICABPAD | CABINET & PAD ©® | MDL3P | DEED LINE, TYPE 3 H | serp BACK TO BACK, PROPOSED ® | uemn ELECTRIC, MANHOLE
A | ADPLP | DETOUR, POINT OF INTERSECT. ELECTRIC, POLE, TRANS.
osm STRUCTURE, MANHOLE K | 1oerv CCTV SITE @ | wDL4P | DEED LINE, TYPE 4 ——— | SDEL | DELINEATORS B | et TRIC, POLE, TRAN
© | ADPL_P | DETOUR, POINT ON LINE STRUCTURE. WANHOLE ICDPD CDPD TRANSCEIVER © | MDLSP | DEED LINE, TYPE 5 SPM PARKING METER UGM GAS, METER
© | AEQN | EQUATION ® DSMTXKP | TYPE XK 0. 72, 96 | 1ceLLT CELL PHONE TOWER © | MEEP | EASEMENT, EXISTING SRM REFERENCE MARKERS ® | vew GAS, MANHOLE
® | AEQNAHD| EQUATION AHEAD DSR STRUCTURE, ROUND — | 1008 CONDUIT JACK OR BORING @ | MEPAP_P | EASEMENT, PERM., APPROX. Q SRSC3 | SHLD, CTY, 123 DIG. ~&- | ueLM GAS, LINE MARKER
® | AEQNBK | EQUATION BACK . D) , CTY, .
® s 1 o STRUCTURE, RECT., WITH CURB X] [ ICNTLCAB | CONTROLLER CABINET O | MEPP_P | EASEMENT, PERM., BACK LINE SRSC4 [ SHLD, CTY, 4 DIG A | uep GAS/FUEL PUMP
O | AEVT | EVENT STATION g DST'X"CB P| TYRE "X & 0. P R © | 1cP8 COMMUNICATION PULL BOX MEPSP_P | EASEMENT, PERM., SHAPE (O | sRsct2 | SHLD, CTY TOUR, 1-2 DIG. > | uev GAS, VALVE
APC POINT OF CURVATURE ot ] STRUCTURE. RECT.. TYpE "xv | —© | 1T CONDUIT TURNING DOWN ® | MFAP_P | FEE ACQUISITION, APPROX. 7 | sRsct4 | SHLD, CTY TOUR, 3-4 DIG. & | uevr GAS, VENT
| " nyn » -y
© | Apcc POINT OF COMPOUND CURVATURE @ DST'X" P {axw = L'k, L, M, 0, P, U —0© | 1cTU CONDUIT TURNING UP O | WFPP FEE ACQUISITION, BACK LINE O SRSI SHLD, INTERSTATE oo | wp LIGHTING, POLE
A | ap POINT OF INTERSECTION ENVIRONMENTAL 5o¢ | 1cviRT COMM. VEH. ROAD TRANSCEIVER © | MFSP_P | FEE ACQUISITION, SHAPE {3 | sRsN2 | SHLD, NATIONAL, 2 DIG. a0 | ULPM LIGHTING, POLE, MEDIAN
& | APOB POINT OF BEGINNING -+ | IDEFAULT | DEFAULT 3 | MHBAP | HIGHWAY BNDRY., APPROX. {3 | SRSN3 | SHLD, NATIONAL, 3 DIG. ULPP LIGHTING, POLE, PED.
(© | APOC | POINT OF CURVATURE o] | E0Pp | STR., INLET, OUTLET PROT. [EZR E-ZPASS READER © | MHBCP | HISTORICAL, BLDG. CORNERS O | srss2 | sHLD, STATE, 2 DIc. O] | uwc | MISC. FILLER caP
& | APOE POINT OF END EIPGB.P | STR, INLET PROT., GRAVEL Bag | [EZT | IEZTR TRANSMITTAL READER MHBP HIGHWAY BNDRY, PT. | sRss3 | SHLD, STATE, 3 DIG. -0~ | uoLm OIL, LINE MARKER
O | ApoL POINT ON LINE CIXC | IFOXCAB | FIBER OPTIC X-CONNECT CABINET @ | micp PT., JURIS. CITY 3 | srss4 | SHLD, STATE, 4 DIG. O | POLE, WITH UTILITY
© | APOS | POINT ON SPIRAL @ EIPHSP | STR, INLET PROT., HAY/STRAW | | [rysspL | FuSION SPLICE MPBC | PT., BUILDING CORNER TRAFFIC CONTROL O | v POLE, DEAD (NO UTILITY)
O | apoT POINT ON TANGENT EPPP | STR. INLET PROT., PREFAB. % | IHARADV | HAR ADVISORY SIGN MPCC PT., CROSS CUT REY o TCTon Qﬂ uPL POLE, WITH LIGHT
/N | APOVC | POINT ON VERTICAL CURVE Bt | HARST HAR SITE ¥ | MPDH PT., DRILL HOLE - Box. PULL BOX ® | USMH SANITARY SEWER MANHOLE
A | APOVT | POINT ON VERTICAL TANGENT @ EIPSF-P | STR INLET PROT., SILT FENCE | B | ¢ LOAD CENTER + | weF PT., FENCE LOCATION — BOX’ - uTB TELEPHONE, BOOTH
Y | APORC | POINT ON REVERSE CURVE 1| eres RISER, CONCRETE BOX —=— | IMECSPL | MECHANICAL SPLICE MPIP PT., IRON PIPE T o CROCONPUTER CABDET - | uTLM TELEPHONE, LINE MARKER
APT POINT OF TANGENCY [PMD | 1Mscs PORT. SPEED & COUNT SENSOR O | IR PT., IRON ROD © | utwi TELEPHONE, MANHOLE
£\ | ETRS.P | TRAP, SEDIMENT Q | Teep PED POLE
APVC POINT OF VERTICAL CURVATURE MDD | 1mscTs MICRO SPEED & COUNT SENSOR LI | wem PT., MONUMENT ~©~ | UTVLM CABLE TV, LINE MARKER
+ | Ewre WETLAND FLAG - + | TesH SIGNAL HEADS —
& | APVCC [ POINT OF VERT. CMPND CURVE “W: | IMT MICROWAVE TRANSCEIVER H | vpum PT., MONUMENT, MISC. o | s SIONAL POLE UTVPB CABLE TV, PULL BOX
e | apv POINT OF VERT. INTERSECTION GEOTECHNICAL OTVMS]| IOVHVMS | PERM. OVERHEAD VMS | MPN PT., NAIL uuB UNKNOWN, BOX
A | APVRC | POINT OF VERT. REVERSE CURVE| €9 | GDH | DRILL HOLE [PAD)| 1PASCS PORT. ACCOU. SPD & CNT. SENSOR R | MPRS PT., RAILROAD SPIKE TRAFFIC WORK ZONE R | s UNKNOWN, JUNCTION BOX
APVT POINT OF VERTICAL TANGENCY LANDSCAPE M IPEDS PEDESTRIAN SIGNAL HEAD 3| MPSP PT., SPIKE |-.'-' . || TWZAP_P | ARROW PANEL ® | uowH UNKNOWN, MANHOLE
AsC SPIRAL TO CURVE T T Py — < | IPSS PAVEMENT SURFACE SENSOR * | MPST PT., STAKE © ]| TWZAPC_P | ARROW PANEL, CAUTION MODE uuPB UNKNOWN, PULL BOX
ELS ATION,
A | ASPI SPIRAL POINT OF INTERSECTION 2 e CLa POLE IPVMS PERM. VMS © | MPTW PT., TREE W/ WIRE @@ | TWZAPT_P | ARROW PANEL, TRAILER OR SUPPORT| cib | LUVL UNKNOWN, VALVE
© | ASTS SPIRAL TO SPIRAL = e "AILBOX IRM RAMP METER 4 | mPwL PT., WALL LOCATION KN | TWZBCD_P | BARRICADE (TYPE IID @ | uwvt UNKNOWN, VENT
=
® | ast SPIRAL TO TANGENT /\ ruis | IRWIS RDWY WEATHER INFO. SENSOR ROW ACQUISITION — | TWzcMS_P | CHANGEABLE MESSAGE SIGN (PVMS) uuw UNKNOWN, WELL
LPB PAPER BOX
® | ats TANGENT TO SPIRAL S 1 st ST ShGLE ISP SOLAR PANEL m—e | TWZFLG_P | FLAGGER A | uweH WATER, FIRE HYDRANT
A | AVEVT | VERTICAL EVENT POINT ’ &5 | 88T SPREAD SPECT. TRANSCEIVER @FEE MFS_P-T | FEE ACQUISITION * | TwzFT_P | FLAG TREE W | uwM WATER, METER
© | AVHIGH | VERTICAL HIGH POINT R i Rock. BOTLDER CI..| s TELEPHONE DEMARCATION BLK ED | wziap | MPACT ATTENUATOR /
S | Lske SHRUB. CONIFEROUS T MEPS_P_T| EASEMENT, PERMANENT -" | CRASH CUSHION (TEMPORARY) ® | uwmH WATER, MANHOLE
© | AvLOW | VERTICAL LOW POINT o e S — Oqp| 1 SUBSURFACE TEMP. PROBE FE TWZLUM_P | LUMINAIRE (TEMPORARY) T | uw WATER, VALVE
0 : &
BRIDGE N e TREE. CONIFEROLS JOC | e VEHICLE TO RDWY TRANSCEIVER 2 | METS-P-T| EASEMENT, TEMPORARY = | TWZSDT_P | SYMBOL, DIRECTION OF TRAFFIC UWW WATER, WELL
4r ' Wi ] | WM WEIGHT IN MOTION DETECTOR |, | wzsoTo_p| $MBOL; DIRECIION OF TEMPORARY
3 T Bsc | BRIDGE, SCUPPER {:} o TREE, DECIDUOUS . METS_P_T| OCCUPANCY, TEMPORARY -P| TRAFFIC DETOUR
5 s REE ST YOBC | IWVR WIRELESS VIDEO REPEATER @ = | TWZSGN_P | SIGN (TEMPORARY)
CONTROL o TREE. i O | wvre WIRELESS VIDEO RECEIVER | \PL | MFSP.T | FEE ACQUISITION /0 ACCESS O— | Tzsicp | SIGNAL, TRAFFIC OR PEDESTRIAN
A | cep BASELINE, POINT . ‘W= | vt WIRELESS VIDEO TRANSMITTER ROADWAY 8, | ™zwL_P | WARNING LIGHT
© | ©BPOL | BASELINE, POINT ON LINE i UNKNOWN POINT WD | TWZWV_P | WORK VEHICLE
: 1. THE LEGEND ILLUSTRATES MAPPING FEATURES (EXISTING AND PROPOSED) O | Res P | ELEVATION, SPOT ~— WORK_VEFTCLE WITH TRUCK
& | cBsp BASELINE, SPUR POINT : . DLXID| TWZWVAP | WoUNTED ATTENUATOR
@ | e | BASELINE. TIE POINT 2. FEATURES ARE SHOWN AS EITHER LINEAR (ROADWAY GUIDERAIL, ROADWAY SIDEWALK, DI | ReA GUIDE RALL, ANCHOR
’ UTILITY LINES, ETC.) OR POINT (SIGN, UTILITY POLE, ETC.). o | rer GUIDE POST. SINGLE
L | cPBM BENCHMARK 3 Ega&gggg"g?ﬁgtumogpgsné Ii:EEGAE{L% EASS EXISTING FEATURES ALSO HAVE
4 | cpu POINT, HORIZ. PHOTOGRAMMETRY +. PROPOSED FEATURE. STMBOLOGY IS II;ENTICAL f0 EXISTING FEATURE. STMBOLOGY ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS PIN 1760.52 BRIDGES CULVERTS ALL DIMENSIONS IN £+ UNLESS OTHERWISE NOTED CONTRACT NUMBER
® | cpsM POINT, SURVEY MARKER, PERM. | " EXCLUDING LINE WEIGHT. LINE WEIGHT FOR PROPOSED FEATURES IS THICKER 8053 US ROUTE 9, ELIZABETHTOWN, NY 12932 COUNTY ROAD T7 LEGEND LD040425
@ | CPsv POINT, VERT., PHOTOGRAMMETRY (0015 Tn ON B SIZE DRANINGS) UTILITY QOALTTY LEVEL € @ OF 2)
—— 5. MAPPING FEATURES NOT INCLUDED ON THE LEGEND SHEET DO NOT HAVE A UNIQUE TOWN: TICONDEROGA ALEXANDRIA AVENUE DRAWING NO. LD-2
SYMBOLOGY (SUCH AS THE PAVEMENT EDGE, PAVEMENT EDGE OF TRAVEL WAY) AND OVER

SHOULD BE LABELED ON THE PLANS.

6. FEATURES SHOWN AT THE HEAVIER WEIGHT ARE PROPOSED ONLY AND DO NOT HAVE

CORRESPONDING EXISTING FEATURES.
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GENERAL NOTES:

1.

2.

4.

S.

6.

1.

8.

9.

10.
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12

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING
UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT,
LANDSCAPE ARCHITECT, OR LAND SURVEYOR, TO ALTER AN ITEM IN ANY WAY,
IF AN ITEM BEARING THE STAMP OF A LICENSED PROFESSIONAL IS ALTERED,
THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND
SURVEYOR SHALL STAMP THE DOCUMENT AND INCLUDE THE NOTATION
"ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH
ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION.

DESIGN SPECIFICATIONS: NYSDOT LRFD BRIDGE DESIGN SPECIFICATIONS WITH

ALL PROVISIONS IN EFFECT (FOR DESIGN PURPOSES, COMPRESSIVE STRENGTH

%OSONC?)ETE FOR SUBSTRUCTURES AND DECK SLABS AT 28 DAYS: f'c =
psi.

LIVE LOAD: AASHTO HL - 93.

CONSTRUCTION AND MATERIALS SPECIFICATIONS: STANDARD SPECIFICATIONS,
CONSTRUCTION AND MATERIALS, NEW YORK STATE DEPARTMENT OF
LI(?JS?FSIIEOARI_'II'GLISON. OFFICE OF ENGINEERING, WITH CURRENT ADDITIONS AND

THE LOAD RATINGS ARE IN ACCORDANCE WITH THE AASHTO MANUAL FOR
aggi%cﬂlﬁh%”m" - FIRST EDITION 2008, WITH CURRENT ADDITIONS AND

DETAILS ON THE DRAWINGS LABELED AS "NOT TO SCALE" ARE
INTENTIONALLY DRAWN NOT TO SCALE FOR VISUAL CLARITY. ALL OTHER
DETAILS FOR WHICH NO SCALE IS SHOWN ARE DRAWN PROPORTIONAL AND ARE
FULLY DIMENSIONED.

ALL SHOP DRAWINGS SUBMITTED FOR THIS PROJECT SHALL BE IN US
CUSTOMARY UNITS.

THE COST OF WATER USED FOR COMPACTION OF SELECT FILL ITEMS SHALL
IEIE INCLUDED IN THE UNIT PRICE BID FOR ITEM 203.21, SELECT STRUCTURE

THE COST OF ALL JOINT MATERIAL SHALL BE INCLUDED IN THE UNIT PRICES
BID FOR THE VARIOUS ITEMS OF THE CONTRACT, UNLESS OTHERWISE
SPECIFIED ON THE PLANS.

COLD WEATHER CONCRETE WORK FOR SIDEWALKS AND SAFETY WALKS SHALL
BE DONE IN ACCORDANCE WITH THE STANDARD SPECIFICATION §557-3.12.E.
COST SHALL BE INCLUDED IN THE UNIT BID PRICE FOR WINTER SURFACE
TREATMENT - SUPERSTRUCTURE SLABS AND SQUARE YARD STRUCTURAL
APPROACH SLABS, ITEM 557.29.

THIS BRIDGE SHALL BE MAINTAINED IN ACCORDANCE WITH THE GUIDELINES
CONTAINED IN THE CURRENT EDITION OF THE AASHTO MAINTENANCE MANUAL:
THE MAINTENANCE AND MANAGEMENT OF ROADWAYS AND BRIDGES.

UNLESS OTHERWISE INDICATED ON THE PLANS, WORK TO BE PERFORMED
UNDER THIS CONTRACT DOES NOT REQUIRE THE DISTURBING, DESTRUCTION OR
REMOVAL OF ANY KNOWN MATERIALS CONTAINING ASBESTOS. UNLESS
OTHERWISE INDICATED ON THE PLANS, IT IS THE EXPRESS INTENT OF THIS
CONTRACT THAT THESE MATERIALS NOT BE DISTURBED IN ANY WAY. SHOULD
THE CONTRACTOR BE FORCED TO DISTURB IN ANY WAY ANY SUCH MATERIALS,
THE _CONTRACTOR SHALL FIRST BE FAMILIAR WITH INDUSTRIAL CODE RULE 56
OF THE N.Y.S. DEPARTMENT OF LABOR. THE CONTRACTOR SHALL ALSO OBTAIN
WRITTEN PERMISSION OF THE REGIONAL DIRECTOR OF TRANSPORTATION
BEFORE PROCEEDING.

REINFORCING STEEL:

1.
2.

ALL BAR REINFORCEMENT SHALL BE ASTM A615 GRADE 60.

COVER FOR STEEL REINFORCEMENT SHALL BE 2" UNLESS OTHERWISE NOTED.
COVER FOR STEEL FOOTING REINFORCEMENT SHALL BE 3".

FOUNDATION NOTES:

1.

2

ALL PLACEMENTS OF SELECT STRUCTURE FILL, ITEM 203.21, SHALL BE
COMPACTED TO 95 PERCENT OF STANDARD PROCTOR MAXIMUM DENSITY.

EMBANKMENT IN PLACE, ITEM 203.03 AND SELECT STRUCTURE FILL, ITEM
203.21, SHALL BE PLACED SIMULTANEOUSLY, ON BOTH SIDES OF THE
VERTICAL PAYMENT LINE.

THE COST OF WATER USED FOR COMPACTION OF EMBANKMENT IN PLACE
MATERIAL SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEM 203.03,
EMBANKMENT IN PLACE.

AFFIX SEAL: MATTHEW T. SMULLEN, P.E.

ALTERED BY:
JANUARY 12, 2024 ON:

REMOVAL NOTES:

1.

2.

3.

4.

1.

8.

THE COST OF REMOVAL OF THE EXISTING CONCRETE PARAPETS AND CONCRETE
ARCHES SHALL BE INCLUDED IN THE UNIT BID PRICE FOR ITEM 206.01,
STRUCTURE EXCAVATION. THE EXISTING CONCRETE FOOTINGS AND WINGWALLS
SHALL BE REMOVED IN ACCORDANCE WITH ITEM 202.19, REMOVAL OF
SUBSTRUCTURES.

THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE REQUIREMENTS OF
SUBSECTION 202-3.01 GENERAL AND SAFETY REQUIREMENTS. A REMOVAL PLAN
SHALL BE SUBMITTED TO THE ENGINEER FIFTEEN (15) DAYS PRIOR TO
BEGINNING THE DEMOLITION. THE REQUIREMENT THAT IT BE SIGNED BY A
LICENSED AND REGISTERED PROFESSIONAL ENGINEER IS WAIVED.

THE CONTRACTOR'S ATTENTION BROUGHT TO THE FACT THAT ALL
CONSTRUCTION ACTIVITY WILL BE PERFORMED WITH CARE SO THAT ANY
PRIVATE PROPERTY WHICH IS TO REMAIN UNDISTRIBUTED, WILL NOT BE
DAMAGED. IF THE CONTRACTOR DAMAGES ANY PRIVATE PROPERTY WHICH IS
TO REMAIN, THE DAMAGE SHALL BE REPAIRED OR REPLACED IN A MANNER
SATISFACTORY TO THE ENGINEER, THE ESSEX COUNTY DEPARTMENT OF PUBLIC
WORKS AND THE PROPERTY OWNER AT THE EXPENSE OF THE CONTRACTOR.

RECORD PLANS FOR THIS STRUCTURE ARE NOT AVAILABLE.

DURING REMOVAL OPERATIONS, THE CONTRACTOR SHALL NOT BE ALLOWED TO
DROP WASTE CONCRETE, DEBRIS AND OTHER MATERIAL TO THE AREA BELOW
THE BRIDGE EXCEPT WHERE THE PLANS SPECIFICALLY PERMIT THE DROPPING
OF MATERIAL. PLATFORMS, NETS, SCREENS OR OTHER PROTECTIVE DEVICES
SHALL BE USED TO CATCH THE MATERIAL. IF THE ENGINEER DETERMINES
THAT ADEQUATE PROTECTIVE DEVICES ARE NOT BEING EMPLOYED, THE WORK
SHALL BE SUSPENDED UNTIL ADEQUATE PROTECTION IS PROVIDED.

THE COST OF FURNISHING, INSTALLING, MAINTAINING, REMOVING AND
DISPOSING OF ALL PLATFORMS, NETS, SCREENS OR OTHER PROTECTIVE
DEVICES SHALL BE INCLUDED IN THE UNIT PRICES BID FOR THE APPROPRIATE
ITEMS OF THE CONTRACT.

ALL MATERIAL FALLING ON THE AREA BELOW AND ADJACENT TO THE BRIDGE
%uéLléoﬁﬁT$EM0VED AND DISPOSED OF BY THE CONTRACTOR AT NO COST TO

IF THE STRUCTURE HAS A BRIDGE IDENTIFICATION NUMBER (B.LN.) PLATE
ATTACHED, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PROTECT IT
golﬁ})}ﬁ TCE%NSTRUCTION OR REMOVE AND REMOUNT IT AFTER CONSTRUCTION IS

WHENEVER ITEMS IN THE CONTRACT REQUIRE MATERIALS TO BE REMOVED AND
DISPOSED OF, THE COST OF SUPPLYING A DISPOSAL AREA AND
TRANSPORTATION TO THAT AREA SHALL BE INCLUDED IN THE UNIT PRICES
BID FOR THOSE ITEMS.

SUBSTRUCTURE NOTES:

1.

2.

4.

ALL EXPOSED CAST-IN-PLACE CONCRETE SURFACES SHALL BE SEALED
ACCORDING TO ITEM 559.90010011, ANTI-GRAFFITI PROTECTION COATING.

ALL EXPOSED EDGES OF CONCRETE ARE TO BE CHAMFERED 1" UNLESS
OTHERWISE NOTED.

TOP OF BACKWALLS SHALL BE STEEL TROWEL FINISHED. TWO SHEETS OF
SHEET GASKET (TREATER BOTH SIDES), 728-06, SHALL BE PLACED ON THE TOP
OF THE BACKWALLS OF FIXED AND EXPANSION ABUTMENTS. PAYMENT SHALL BE
INCLUDED IN THE UNIT PRICE BID FOR THE APPROACH SLAB ITEM.

THE CONTRACTOR, WITH THE APPROVAL OF THE ENGINEER, MAY ELECT TO
INTRODUCE CONSTRUCTION JOINTS IN THE ABUTMENTS AND/OR WINGWALLS AT
LOCATIONS NOT SHOWN IN THE PLANS. CONSTRUCTION JOINTS SHALL BE
PROVIDED WITH SHEAR KEYS AND WATERSTOPS. VERTICAL CONSTRUCTION
JOINTS INTRODUCED IN THE ABUTMENTS AND/OR WINGWALLS SHOULD
PREFERABLY BE PLACED MIDWAY BETWEEN THE BEARINGS.

SUPERSTRUCTURE NOTES:

1.

2.

THE CONTRACTOR MAY PROPOSE DEBONDING OF PRETENSIONING STRANDS FOR
6 INCHES FROM ENDS OF BEAMS TO REDUCE THE TENDENCY FOR BEAM ENDS
TO CRACK. TOTAL NUMBER OF DEBONDED STRANDS (DESIGN BONDING SHOWN
ON THE CONTRACT PLANS AND CRACK CONTROL DEBONDING COMBINED) SHALL
NOT EXCEED 50% OF TOTAL NUMBER OF STRANDS.

CARE SHALL BE TAKEN TO PREVENT CONTAMINATION OF THE WATERWAY BY
THE SEALER. IF THE MANUFACTURER’S INSTRUCTIONS REQUIRE MIXING OF
THE SEALER PRIOR TO APPLICATION, MIXING SHALL OCCUR IN A MANNER
THAT WILL PREVENT CONTAMINATION OF THE WATERWAY. THE CONTRACTOR
SHALL HAVE AVAILABLE FOR IMMEDIATE USE MATERIALS TO SOAK UP OR
CONTAIN ANY ACCIDENTAL SPILLS. PRIOR TO THE APPLICATION OF THE
SEALER, ANY OPENINGS IN THE SURFACE OF THE BRIDGE DECK OR IN THE
WALKING SURFACE, SUCH AS SCUPPERS OR OPEN DRAINS SHALL BE COVERED
TO PREVENT CONTAMINATION OF THE WATERWAY. CARE SHALL BE TAKEN TO
PREVENT SPRAYED SEALER FROM ENTERING THE WATERWAY BY ROLLING THE
SEALER OR BY PHYSICALLY ISOLATING THE AREA TO BE SPRAYED FROM THE
WATERWAY BY THE USE OF TARPS OR OTHER BARRIER-TYPE MEANS TO THE
SATISFACTION OF THE EIC.

SUPERSTRUCTURE NOTES: (CONT.)

3.

ENDANGERED AND THRE

1.

2.

TOP SURFACES OF NEW SIDEWALKS SHALL BE SEALED IN ACCORDANCE WITH
ITEM 559.01, PROTECTIVE SEALING OF STRUCTURAL CONCRETE ON NEW
BRIDGE, DECKS AND BRIDGE DECK OVERLAYS. ONLY PENETRATING TYPE
SEALERS SHALL BE USED.

ED SPECIES NOTES:

THIS PROJECT INVOLVES THE REMOVAL OF TREES GREATER THAN THREE (3)
INCHES IN DIAMETER (DIAMETER BREAST HEIGHT (DBH). IF PROJECT
CONDITIONS CHANGE AND ADDITIONAL TREE REMOVALS ARE NECESSARY,
WHETHER UNDER CLEARING AND GRUBBING OR TREE REMOVALS, THE ENGINEER
MUST BE NOTIFIED PRIOR TO THE START OF ANY TREE REMOVAL. TREE
?EgogﬁléisNEwEnﬁL BE ALLOWED ONLY AFTER COORDINATION AND APPROVAL BY

THE CONTRACTOR'S ATTENTION DIRECTED TO FACT THAT ALL BRIDGES HAVE
THE POTENTIAL OF BEING SUMMER ROOSTING HABITAT FOR BATS. THE
CONTRACTOR SHALL NOTIFY THE ENGINEER AT LEAST 10 DAYS PRIOR TO THE
START OF WORK ON THE BRIDGE. A BRIDGE/BAT SURVEY WILL BE CONDUCTED
BY THE CONTRACTOR FOR THE PRESENCE OF BATS FOR ANY BRIDGE WORK
THAT WILL TAKE PLACE BETWEEN MARCH 31 AND NOVEMBER 1. THE SURVEY
WILL BE CONDUCTED AND RESULTS PROVIDED WITHIN SEVEN (7) DAYS OF THE
CONTRACTOR'S NOTIFICATION. NO WORK ON THAT BRIDGE CAN COMMENCE UNTIL
THE BRIDGE IS CLEARED THROUGH THE ENGINEER. THERE ARE NO SPECIAL
QUALIFICATIONS REQUIRED TO CONDUCT THIS SURVEY. THE SURVEY CAN BE
CONDUCTED FROM THE UNDERSIDE OF THE BRIDGE, ON LAND WITH THE USE OF
BINOCULARS. IF NO SIGNS OF BATS ARE PRESENT, THE COMPLETED FORM
SHALL BE PROVIDED TO THE ENGINEER WITHIN 15 DAYS. IF SIGNS OF BAT
ACTIVITY ARE NOTED DURING THE SURVEY, THE ENGINEER SHALL BE NOTIFIED
WITHIN 48 HOURS. NO WORK ON THAT BRIDGE CAN COMMENCE UNTIL THE
BRIDGE IS CLEARED BY THE ENGINEER. A COPY OF THE BRIDGE/BAT SURVEY
FORM(S) CAN BE FOUND IN THE PROJECT MANUAL. ADDITIONAL INFORMATION
CAN BE FOUND AT THE US FISH AND WILDLIFE SERVICE WEBSITE WHICH
OFFERS A PICTORIAL GUIDE TO SIGNS OF BAT HABITATION ON BRIDGES.

OF YE OE%C G_AND G_RESTRICTIONS D B

IN ORDER TO PREVENT ANY DIRECT TAKINGS OF INDIANA BAT (MYOTIS
SODALIS) AND NORTHERN LONG-EARED BAT (MYOTIS SEPTENTRIONALIS), A
FEDERAL AND STATE LISTED ENDANGERED SPECIES, THE CONTRACTOR'S
ATTENTION IS HEREBY DIRECTED TO THE FACT THAT TREE CUTTING AND
TRIMMING SHALL ONLY BE PERFORMED FROM NOVEMBER 1 THROUGH MARCH 31.
THESE DATE RESTRICTIONS APPLY TO TREES THAT ARE 3 INCHES OR GREATER
IN DIAMETER AT BREAST HEIGHT (DBH) AND BRANCHES THAT ARE 3 INCHES OR
GREATER IN DIAMETER. THE CONTRACTOR'S ATTENTION BROUGHT TO THE FACT
THAT ALL TREES OVER 3" DBH HAVE BEEN FELLED BY THE COUNTY. REMOVAL
OF THE PREVIOUSLY CUT TREES SHALL BE INCLUDED IN THE UNIT BID PRICE
FOR ITEM 201.06, CLEARING AND GRUBBING.

CONTROL OF INVASIVE SPECIES NOTES:

1.

2.

3.

4.

5.

6.

1.

8.

NO INVASIVE SPECIES HAVE BEEN IDENTIFIED WITHIN THE PROJECT LIMITS.
HOWEVER, IF ENCOUNTERED, THE FOLLOWING NOTES SHALL APPLY. COST OF
THIS WORK SHALL BE INCLUDED IN THE UNIT BID PRICE FOR ITEM 203.02.

ALL CONSTRUCTION EQUIPMENT WILL BE PRESSURE WASHED TO REMOVE SOIL
CLUMPS AND DEBRIS PRIOR TO SHIPPING TO THE PROJECT SITE.

ALL SEED SPECIES (EXCEPT ANNUAL RYE AND PERENNIAL RYE GRASSES)
SHALL BE NATIVE TO NEW YORK STATE. SEED SHALL MEET THE
REQUIREMENTS OF NYSDOT MATERIAL SPECIFICATION 713-04 SEEDS.

THE CONTRACTOR SHALL MAINTAIN ALL SEEDED AREAS AGAINST INVASION
AND GROWTH OF INVASIVE, NON-NATIVE SPECIES.

EXCAVATED MATERIAL CONTAINING INVASIVE SPECIES ON-SITE, IN
PARTICULAR: JAPANESE KNOTWEED, JIMSONWEED AND COMMON REED GRASS,
PHRAGMITIES SHOULD BE PLACED IN A SUITABLE UPLAND AREA WHERE IT
CAN BE BURIED 6 FEET BELOW THE SURFACE OR TRANSPORTED TO A
LANDFILL IN ACCORDANCE WITH ITEM 617.01030024, CONTROLLING INVASIVE
PLANT SPECIES BY EXCAVATION AND/OR ITEM 617.10000024, DISPOSAL OF
MATERIAL CONTAINING INVASIVE PLANT SPECIES.

NO HAY BALES SHALL BE PERMITTED ON PROJECT SITE. STRAW BALES,
WHICH MEET THE REQUIREMENTS OF NYSDOT MATERIAL SPECIFICATION
T13-19- STRAW SHALL BE PERMITTED ON PROJECT SITE.

MULCH SHALL MEET THE REQUIREMENTS OF NYSDOT MATERIAL
SPECIFICATION 713-11- WOOD FIBER MULCH.

ALL CONSTRUCTION EQUIPMENT AFTER COMPLETING WORK IN AREAS
CONTAINING INVASIVE PLANT SPECIES SHALL BE CLEANED IN ACCORDANCE
gIEE’(‘)IEIEEM 617.11000024, EQUIPMENT CLEANING FOR INVASIVE PLANT
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D SEDIMENT CONTROL NOTES:

THE ELEMENTS CONTAINED ON THE CONTRACT PLANS AND THE APPLICABLE STANDARD
SHEETS, STANDARD SPECIFICATIONS, AND SPECIAL SPECIFICATIONS (209 SERIES)
SHALL BE USED DURING CONSTRUCTION IN ANY AREA WHERE SOIL RELATED FINE
MATERIALS MAY ENTER THE WATERS OF THE STATE OF NEW YORK.

THE CONTRACTOR SHALL COMPLY WITH ALL PROVISIONS OF ANY APPLICABLE N.Y.S.
DEPARTMENT OF ENVIRONMENTAL CONSERVATION WATER QUALITY CERTIFICATION
AND/OR U.S. ARMY CORPS OF ENGINEERS NATIONWIDE PERMIT.

THE CONTRACTOR SHALL SUBMIT FOR APPROVAL TO THE ENGINEER IN CHARGE A
WRITTEN SCHEDULE AND PROPOSED MEASURES FOR TEMPORARY AND PERMANENT
EgaaIEONNCIﬁ'(‘;DVI%%?(IMENT CONTROL WORK AND SCHEDULE OF OPERATIONS PRIOR TO

ALL NECESSARY PRECAUTIONS SHALL BE TAKEN TO PREVENT CONTAMINATION OF ANY
STREAM OR WATERWAY BY SILT, SEDIMENT, FUELS, SOLVENTS, LUBRICANTS, EPOXY
COATINGS, CONCRETE LEACHATE OR ANY OTHER POLLUTANT FROM ALL ASSOCIATED
CONSTRUCTION PROCEDURES.

SILT FENCE SHALL BE PLACED ALONG BOTH SIDES OF THE EXISTING ROADWAY, 50
FEET PAST THE PROJECT LIMITS.

NO WET OR FRESH CONCRETE OR LEACHATE SHALL BE ALLOWED TO ESCAPE INTO ANY
WATERS. WASHINGS OF CONCRETE TRUCKS, MIXERS OR OTHER DEVICES SHALL BE
ACCOMPLISHED WITHIN A DESIGNATED AREA SURROUNDED BY PROPER EROSION AND
SEDIMENT CONTROL DEVICES TO PREVENT ANY WASHINGS FROM ENTERING ANY
WETLAND OR WATER WAY.

ANY DEBRIS OR EXCESS MATERIALS FROM CONSTRUCTION SHALL BE IMMEDIATELY AND
COMPLETELY REMOVED FROM THE BED AND BANKS OF ALL WATER AREAS TO
APPROPRIATE UPLAND AREAS FOR DISPOSAL.

ALL DREDGED AND EXCAVATED MATERIAL SHALL BE DISPOSED OF ON AN UPLAND SITE
QtéprLBAEDSlAgI'EI:BLY STABILIZED SO THAT IT CANNOT RE-ENTER ANY WATER BODY OR

PERIODIC CLEANING AND MAINTENANCE AND A DAILY INSPECTION SHALL BE
PERFORMED ON ALL TEMPORARY SOIL EROSION AND WATER POLLUTION CONTROL
DEVICES. ALL EROSION AND SEDIMENT CONTROL MEASURES MUST BE MAINTAINED,
INCLUDING CLEARING ACCUMULATED SEDIMENT PER SPECIFICATIONS.

ALL SEDIMENT SHALL BE PREVENTED FROM ENTERING DITCHES AND WATER COURSES.
I'vilf&w EQUIPMENT OR CONSTRUCTION VEHICLES SHALL NOT BE DRIVEN IN ANY WATER

OTHER EROSION CONTROL MEASURES MAY BE REQUIRED IN ADDITION TO SCHEMES
SHOWN ON THESE PLANS.

RING ANY TEMPORARY STOCK PILES OF TOPSOIL OR FILL WITH SILT FENCES, ITEM
209.13, AS SHOWN IN THE SILT FENCE DETAIL ON THE STANDARD DRAWINGS (209
SERIES), TO INTERCEPT SEDIMENT FROM THE EROSION OF THE PILE. PILES EXPOSED
;ouci LONGER THAN TWO WEEKS SHALL BE STABILIZED WITH TEMPORARY SEEDING OR

ALL METHODS AND EQUIPMENT PROPOSED BY THE CONTRACTOR TO ACCOMPLISH THE
WORK SHALL BE SUBJECT TO THE APPROVAL OF THE ENGINEER IN CHARGE.

CARE SHALL BE TAKEN TO RETAIN NATURAL GROWTH AND PREVENT DAMAGE TO TREES
WITHIN AND OUTSIDE THE LIMITS OF CONSTRUCTION, AND NOT SCHEDULED FOR
REMOVAL. ANY DAMAGE CAUSED TO THIS NATURAL GROWTH SHALL BE RESTORED AT
THE EXPENSE OF THE CONTRACTOR AS DIRECTED BY THE PROJECT ENGINEER.

PROTECTION NOTE:

DURING THE COURSE OF CONSTRUCTION, THE CONTRACTOR SHALL CONDUCT
OPERATIONS IN SUCH A MANNER AS TO PREVENT OR REDUCE TO A MINIMUM ANY
DAMAGE TO ANY STREAM FROM POLLUTION BY DEBRIS, SEDIMENT, OR OTHER

FOREIGN MATERIAL, OR FROM MANIPULATION OF EQUIPMENT
IN OR NEAR SUCH STREAMS.

AND/OR MATERIALS
THE CONTRACTOR SHALL NOT RETURN DIRECTLY

TO A STREAM ANY WATER WHICH HAS BEEN USED FOR WASH PURPOSES OR
OTHER SIMILAR OPERATIONS WHICH CAUSE THIS WATER TO BECOME POLLUTED
WITH SAND, SILT, CEMENT, OIL, OR OTHER IMPURITIES. IF THE CONTRACTOR
USES WATER FROM A STREAM, THE CONTRACTOR SHALL CONSTRUCT AN INTAKE
OR TEMPORARY DAM REQUIRED TO PROTECT AND MAINTAIN WATER RIGHTS AND
TO SUSTAIN FISH LIFE DOWNSTREAM.

AVAILABILITY OF ROAD CLOSURE

THE TICONDEROGA TRIATHLON FESTIVAL IS ON
SATURDAY JUNE 15, 2024. IT IS BROUGHT TO
THE ATTENTION OF THE CONTRACTOR THAT THE
EOADWAY SHALL REMAIN OPEN UNTIL JUNE 17,

AS-BUILT REVISIONS
DESCRIPTION OF ALTERATIONS:

ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS

PIN 1760.52 BRIDGES

8053 US ROUTE 9,

ELIZABETHTOWN, NY 12932

COUNTY ROAD 77 3301870

UTILITY QUALITY LEVEL C

TOWN: TICONDEROGA

COUNTY: ESSEX

REGION: 1

CULVERTS

ALL DIMENSIONS IN ft UNLESS OTHERWISE NOTED
GENERAL NOTES

CONTRACT NUMBER
LD040425

DRAWING NO. GN-1

ALEXANDRIA AVENUE
OVER SHEET NO. 5 OF 81

LAKE GEORGE OUTLET

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR,

TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR
SHALL STAMP THE DOCUMENT AND INCLUDE THE NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
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PROJECT MANAGER GWN

CHECK GWN DRAFTING JAT CHECK GWN

DESIGN JAT

JOB MANAGER GVN

DESIGN SUPERVISOR MTS

ESTIMATE OF QUANTITIES

ESTIMATE OF QUANTITIES

TEMNUMBER| DESCRIPTION UNIT QUANTITY FINAL TEMNUMBER| DESCRIPTION UNIT QUANTITY FINAL
201.06 CLEARING AND GRUBBING Ls 1 557.30 SIDEWALKS AND SAFETY WALKS 3% 83
202.19 REMOVAL OF SUBSTRUCTURES cY 135 559.01 PROTECTIVE SEALING OF STRUCTURAL CONCRETE ON NEW SF 810

BRIDGE, DECKS AND BRIDGE DECK OVERLAYS
203.02 UNCLASSIFIED EXCAVATION AND DISPOSAL (ROCK EXCAVATION) | GY 12
559.02 PROTECTIVE SEALING OF NEW STRUCTURAL CONCRETE SF 3090
203.02 UNCLASSIFIED EXCAVATION AND DISPOSAL cY 940
559.90010011 ANTI-GRAFFITI PROTECTION COATING SY 420
203.03 EMBANKMENT IN PLACE cY 940
563.00010002 | NORTHEAST EXTREME TEE - NEXT BEAM TYPE D SF 2568
203.07 SELECT GRANULAR FILL cY 222
565.2024 TYPE E.B. FIXED BEARING (169 - 225 KIPS) EACH 8
203.21 SELECT STRUCTURE FILL cY 505
565.2034 TYPE E.B EXPANSION BEARING (169 TO 225 KIPS) EACH 8
203.24010017 | SHOULDER BACKUP MATERIAL TON 8
568.70 TRANSITION BRIDGE RAILING LF 136
206.01 STRUCTURE EXCAVATION cY 1545
569.03 VERTICAL FACED CONCRETE PARAPET LF 233
206.0201 TRENCH AND CULVERT EXCAVATION cY 615
586.0201 DRILLING AND GROUTING BOLTS OR REINFORCEMENT BARS EACH 155
207.26 PREFABRICATED COMPOSITE STRUCTURAL DRAIN SY 165
59550000018 | SHEET-APPLIED WATERPROOFING MEMBRANE SF 3038
209.1501 TURBIDITY CURTAIN - TEMPORARY LF 345
603.171216 GALVANIZED STEEL END SECTIONS PIPE (22/3" X EACH 1
209.190301 ROLLED EROSION CONTROL PRODUCT, CLASS Il TYPE C, 5% 170 1/2"CORRUGATIONS) 18 INCH DIAMETER, 16 GAUGE
INTERMEDIATE
603.94001407 | FURNISH AND INSTALL HDPE PIPE - 14 NPS LF 42
209.20120009 | BIODEGRADABLE BIOFIBER ROLLS 12 INCHES LF 1300
603.9815 SMOOTH INTERIOR CORRUGATED POLYETHYLENE CULVERTAND | LF 218
209.2301 SEDIMENT FILTER LOG-TEMPORARY, 12" LF 195 STORMDRAIN 15 INCH DIAMETER
304.12 SUBBASE COURSE, TYPE 2 cY 628 603.9818 SMOOTH INTERIOR CORRUGATED POLYETHYLENE CULVERTAND | LF 33
STORMDRAIN 18 INCH DIAMETER
404.000011 PLANT PRODUCTION QUALITY ADJUSTMENT TO ASPHALT TEMS | QU 31
603.9848 SMOOTH INTERIOR POLY ETHYLENE CULVERT PIPE AND STORM | LF 15
404.018901 TRUING & LEVELING F9, ASPHALT, 80 SERIES COMPACTION TON 2 DRAINPIPE - 48 INCH DIAMETER
404.128301 12.5 F3 TOP COURSE ASPHALT, 80 SERIES COMPACTION TON 202 604.070101 ALTERING DRAINAGE STRUCTURES, LEACHING BASINS AND EACH 1
MANHOLES
404.198901 19 F9 BINDER COURSE ASPHALT, 80 SERES COMPACTION TON 153
604.070102 ALTERING DRAINAGE STRUCTURES, LEACHING BASINS AND EACH 1
404.378901 37.5 F9 BASE COURSE ASPHALT, 80 SERES COMPACTION TON 229 MANHOLES
407.0103 STRAIGHT TACK COAT GAL 176 604.070103 ALTERING DRAINAGE STRUCTURES, LEACHING BASINS AND EACH 1
MANHOLES
418.7603 ASPHALT PAVEMENT JOINT ADHESIVE LF 690
604.302192 RECTANGULAR DRAINAGE STRUCTURE TYPE U FOR PARALLEL LF 232
490.30 MISCELLANEOUS COLD MILLING OF BITUMINOUS CONCRETE SY 740 BAR #12PCB FRAME
553.010001 COFFERDAMS (TYPE 1) EACH 1 606.10 BOX BEAM GUIDE RAILING LF 180
553.010002 COFFERDAMS (TYPE 1) EACH 1 606.120201 BOX BEAM GUIDE RAILING END ASSEMBLY, TYPE IA EACH 4
555.01940007 | STAINING CONCRETE SURFACES SF 1386 606.73 REMOVING AND DISPOSING BOX BEAM GUIDE RAILING LF 296
555.08 FOOTING CONCRETE, CLASS HP cY 150 608.000013 PLANT PRODUCTION QUALITY ADJUSTMENT TO HMA SIDEWALKS, | QU 1
DRIVEWAYS, BICYCLE PATHS, AND VEGETATION CONTROL
555.00 CONCRETE FOR STRUCTURES, CLASS HP cY 166 STRIPS
555.72940001 ARCHITECTURAL TREATMENT - VERTICAL CONCRETE SURFACES | SF 1386 608.0101 CONCRETE SIDEWALKS AND DRIVEWAYS cY 60
556.0201 UNCOATED BAR REINFORCEMENT FOR CONCRETE STRUCTURES | LB 1581 608.020102 HOT MIX ASPHALT (HMA) SIDEWALKS, DRIVEWAYS AND BICYCLE | TON 24
PATHS, AND VEGETATION CONTROL STRIPS
556.0202 EPOXY-COATED BAR REINFORCEMENT FOR STRUCTURES B 25236
608.21000003 | CASTIRON EMBEDDED DETECTABLE WARNING UNITS SY 42
556.0203 GALVANIZED BAR REINFORCEMENT FOR STRUCTURES B 1367
609.0212 STONE CURB_NEAR VERTICAL FACE (NVF) LF 704
AFFIX SEAL: MATTHEW T. SMULLEN, P.E. ALTERED BY: 557.22 STRUCTURAL APPROACH SLAB WITH SEPARATE WEARING SY 97
: JANUARY 12, 2024 : SURFACE 609.0302 STONE CURB - BRIDGE (TYPE F1) LF 76.5
557.29 WINTER SURFACE TREATMENT - SUPERSTRUCTURE SLABS AND | SY 83 610.1403 TOPSOIL - LAWNS cY 64
STRUCTURAL APPROACH SLABS
AS-BUILT REVISIONS ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS PIN 1760.52 BRIDGES CULVERTS ALL DIMENSIONS IN ft+ UNLESS OTHERWISE NOTED CONTRACT NUMBER
DESCRIPTION OF AL TERATIONS: 8053 US ROUTE 9, ELIZABETHTOWN, NY 12932 COLNTY ROAD 77 3301870 LD040425
: * UTILITY QUALITY LEVEL C ESTIMATE1 OgF QZU)ANTITIES
TOWN: TICONDEROGA ALEXAN%F\fllEAR AVENUE DRAWING NO. EQ-1
COUNTY: ESSEX REGION: 1 LAKE GEORGE OUTLET SHEET NO. 6 OF 81

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR,
TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR
SHALL STAMP THE DOCUMENT AND INCLUDE THE NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
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PROJECT MANAGER GWN

CHECK GWN DRAFTING JAT CHECK GWN

DESIGN JAT

JOB MANAGER GVN

DESIGN SUPERVISOR MTS

ESTIMATE OF QUANTITIES

ESTIMATE OF QUANTITIES

TEMNUMBER| DESCRIPTION UNT || QUANTITY | FINAL TEMNUMBER| DESCRIPTION UNIT || QUANTITY | FINAL
610.15120208 SOIL CULTIVATION - SUBSOILING 12 INCH DEPTH SY 225 663.42 REMOVE AND DISPOSE OF EXISTING WATER VALVE & VALVE BOX| EACH 1
6101602 TURF ESTABLISHMENT - LAWNS SY 576 685.11 WHITE EPOXY REFLECTORIZED PAVEMENT STRIPES - 20 MILS LF 1620
619.01 BASIC WORK ZONE TRAFFIC CONTROL s 1 685.12 YELLOW EPOXY REFLECTORIZED PAVEMENT STRIPES -20 MILS LF 1430
619.04 TYPE Il CONSTRUCTION BARRICADE EACH 25 685.3104 :\//|V|||:|l;%g?fg:E?ﬁ:hgiL%Téi%g?qVEMENT SPECIAL STRPES -20 | LF 680
B Tl Il IS 5 [
REQUIRED 698.04 ASPHALT PRICE ADJUSTMENT DC 800
619.1711 ;il\él)i%l?%g POSITIVE BARRIER - CATEGORY 1 (PINNING LF 80 698.05 FUEL PRICE ADJUSTMENT oc 100
619.1719 WARNING LIGHTS ON TEMPORARY POSITIVE BARRIERS EACH 8 698.06 STEEL/IRON PRICE ADJUSTMENT Be 100
620.03 STONE FILLING (LIGHT) CY 21 699.040001 MOBILIZATION LS L
620.04 STONE FILLING (MEDIUM) CY 81
620.0801 BEDDING MATERIAL, TYPE 1 CY 43
625.01 SURVEY OPERATIONS LS 1
627.50140008 CUTTING PAVEMENT LF 736
637.11 ENGINEER'S FIELD OFFICE - TYPE 1 MNTH 8
637.34 OFFICE TECHNOLOGY AND SUPPLIES DC 5000
645.5102 GROUND-MOUNTED SIGN PANELS LESS THAN OR EQUAL TO 32 SF 18
SF, WITH ZBARS
645.81 TYPE A SIGN POSTS EACH 4
645.81000111 INSTALL NEW SIGN PANEL ON BRIDGE FASCIAS AND ABUTMENTS | EACH 2
646.22 DELINEATOR, SNOWPLOWING MARKER, SUPPLEMENTARY EACH 10
SNOWPLOWING MARKER PANELS
646.31 STEEL POST, 1.1 LB/FT EACH 8
647.31 RELOCATE SIGN PANEL, SIGN PANEL ASSEMBLY SIZE | (UNDER EACH 3
30SQUARE FEET)
647.41 REMOVE AND STORE SIGN PANEL, SIGN PANEL ASSEMBLY SIZE EACH 6
655.0903 PARALLEL BAR FRAME 12 PCB & PARALLEL BAR GRATE 12 PCB EACH 4
656.01 MISCELLANEOUS METALS LB 600
663.0114 DUCTILE IRON CEMENT LINED WATER PIPE, 14" LF 19
663.0514 BRIDGE MOUNTED WATER PIPE, 14" LF 86.5
663.10060007 AIR RELEASE VALVE ASSEMBLY EACH 1
663.1214 DOUBLE DISK GATE VALVE & VALVE BOX 14" EACH 4
663.2002 IRON WATER MAIN FITTINGS (10" - 16") LB 1500
663.2901 TEMPORARY WATER SERVICE FOR WATER MAIN INSTALLATION LS 1
663.33 ADJUST EXSTING VALVE BOX ELEVATION EACH 1
AFFIX SEAL: MATTHEW T. SMULLEN, P.E. ALTERED BY:
ON: JANUARY 12, 2024 ON: 663.4112 REMOVE AND DISPOSE OF EXISTING WATER MAIN, 12" LF 500
AS-BUILT REVISIONS ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS PIN 1760.52 BRIDGES CULVERTS ALL DIMENSIONS IN f+ UNLESS OTHERWISE NOTED CONTRACT NUMBER
DESCRIPTION OF AL TERATIONS: 8053 US ROUTE 9, ELIZABETHTOWN, NY 12932 COLNTY ROAD 77 3301870 LD040425
* * UTILITY QUALITY LEVEL C ESTIMAT%2 OgF QZU)ANTITIES
TOWN: TICONDEROGA ALEXAN%F\fllEAR AVENUE zﬁégiN(;oNO% 5)?281
COUNTY: ESSEX REGION: 1 LAKE GEORGE OUTLET .

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR,

TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR
SHALL STAMP THE DOCUMENT AND INCLUDE THE NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
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CURVE |
PL. = 52397
PT. = 6974
R = 400000 FT.
L=17344 FT.
A = 2929038

1824560.8588
173922.1431

PC

5+23.97

1824560.6266
773946.1071

CURVE 2 CURVE 3
PC. - 1314973 PC. - 147656
PT. - 144460 PT. - 62724
R - 85000 FT. R - 135000 FT.
L - 9487 FT. L - 15068 FT.
4 - 6%2342F 4 - 623420°
POB
5 LGA 500000
oo 1B AZ
2% et §-—"'3
I<= 28 v
ceE 23 LORD HOWE STREET =t
TSE 2= ¢ i
o~ - -0 o~
€ ALEXANDRIA AVENUE =&
" ]
040'33.1 )
(YRR - AL, B8°04'15.1"
#P \4‘) RS
BM 2 ég?w
. RR SPIKE UTP 4-12
AZ. 88°04'15.2 FLEV, 33518 _
- @

GRID
NORTH

CURVE 2 CURVE 3 16+00 17400 17442
1
CURVE 1 I : — —— =+
- 9400 LMo MR S - CP 3 STA. 1748357
00 800 200 2022 SURVEY  I300 1400 ZOSZASEUNE '*".1_‘-’;‘, o
AZ. 90°3319.0" BASELINE 8603 235E, 21300 B g R
) . + NBBVI23E, 51057 ] oLy N
e CP 1 STA. 10+00.0 2] o5 <93
8= N BOLT FLANGE HYDRANT P 2 STA. 1541057 o Q¥SE R
= ELEV. 330.98' i) e SR
g2 & s
‘e L) =
SNT %@
o ool 3 ™ S
I~ E EsINS
S R 5
) Sg'@ =&
*
tggh
2022 CONTROL 2022 CONTROL 2022 CONTROL
BASELINE TIE BASELINE TIE BASELINE TIE
w ~ w
Eln & UP NG 13 2y \/
2% S L‘i% EP.
- >
BENCH MARKS =
NO.| B STA. OFFSET DESCRIPTION ELEV. EP. JLEXANDRIA. AVENUE
avi| goDz0 |METABOLT FLANGE mORT 80 wESTERLYL SR |, R g g
38.12" RT. THE PAVEMENT EDGE OF ALEXANDRIA AVENLE. ) AVENUE "NO TRESPSS'"G" EP. ﬁ\ EP. ")
o G R 70 C
13+97.66 RR SPIKE IN UTP 4-12 220’ EASTERLY FROM THE g
BM 2 133166 ALEANDRIA AVENUE BRIDGE AND 4.3' NORTHERLY FROM 335.18 > , B—
- . THE PAVEMENT EDGE OF ALEXANDRIA AVENUE. = AN X « =
— 0 CP3 & 3
TocPt1 cp2 O N 2
- & =
< T .
TIES NOT TO SCALE TIES NOT TO SCALE TIES NOT TO SCALE
CP 1 CP 2 CP 3
B STA. 10+00.00 B STA. 15+10.57 B STA. 17+483.57
50 0 50 100 150 200"
E5====|== CONTROL POINT SET +/- 3' NORTH CONTROL POINT SET +/- 5 SOUTH CONTROL POINT SET +/- 5 SOUTH
OF PAVEMENT EDGE OF ALEXANDRIA OF PAVEMENT EDGE OF ALEXANDRIA OF PAVEMENT EDGE OF ALEXANDRIA

" =100

AVENUE AND +/- 450" WEST FROM
THE ALEXANDRIA AVENUE BRIDGE

AVENUE AND +/- 70" EAST FROM

SURVEY CONTROL NOTES: THE ALEXANDRIA AVENUE BRIDGE

HORIZONTAL COORDINATES ARE REPORTED ON NEW

AVENUE AND +/- 340" EAST FROM
THE ALEXANDRIA AVENUE BRIDGE

YORK STATE PLANE COORDINATE SYSTEM, EAST ZONE

AFFIX SEAL: MATTHEW T. SMULLEN, P.E.
ON:

ALTERED BY:
JANUARY 12, 2024 ON:

¢ STA 7+27.03, 19.48" RT.

NYSPCS EAST ZONE NAD 83/2011
N: 1824544.2373

¢ STA 12+37.60, 18.88" RT.

NYSPCS EAST ZONE NAD 83/2011
N: 1824562.0256

NAD 83 (2011). DATUM IN U.S. SURVEY FEET.
ELEVATIONS ARE BASED UPON NORTH AMERICAN

VERTICAL DATUM OF 1988 (NAVD 88) TRANSFERRED TO

THE SITE BY GPS OBSERVATIONS. E: 774149.7866

E: 774660.0459

¢ STA 15+09.11, 21.45" RT.

NYSPCS EAST ZONE NAD 83/2011
N: 1824580.8002
E: 774932.3971

DATE OF SURVEY: APRIL 2022

AS-BUILT REVISIONS
DESCRIPTION OF ALTERATIONS:

ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS PIN 1760.52

COUNTY ROAD 77

BRIDGES
3301870

CULVERTS

ALL DIMENSIONS IN ft UNLESS OTHERWISE NOTED

CONTRACT NUMBER

8053 US ROUTE 9, ELIZABETHTOWN, NY 12932

UTILITY QUALITY LEVEL C

TOWN: TICONDEROGA
COUNTY: ESSEX REGION: 1

SURVEY CONTROL PLAN

ALEXANDRIA AVENUE
OVER
LAKE GEORGE OUTLET

LD040425

DRAWING NO. SV-1
SHEET NO. 8 OF 81

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR,
TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR
SHALL STAMP THE DOCUMENT AND INCLUDE THE NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
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CHECK GVN DRAFTING JAT CHECK GVN

DESIGN JAT
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DESIGN SUPERVISOR MTS

DESIGNATION UTILITY DISPOSITION DRIVEWAY TABLE
LOCATION DESCRIPTION OWNER CO-OCCUPANT DISPOSITION
UTILITY POLE NATIONAL CHARTER T0 REMAIN DRV. NO. LOCATION MATERIAL __[¢) ps| w |SORNER| p | i | ENTRANCE ITEM ITEM COMMENTS
UPR-1 € STA T+40, LT OH WIRES GRID CROWN POINT TELE. DESIGNATION [ STA./RM | SIDE | EXISTING [PROPOSED N TYPE |608.020201 (TON)|304.12 (CY)
UTILITY POLE W/LIGHT NATIONAL CHARTER DRV-1 7475 LT | GRAVEL | ASPHALT | F | 14-0"| 90.0 [11'-5"| - 4 1.9 1.9
UPR-2 ¢ STA 8+05, LT TO REMAIN
' O WIRES GRID CROWN POINT TELE. DRV-2 9+34 RT | ASPHALT | ASPHALT | R | 41'3"| 900 [7-0"| - 1 59 5.8
UPR-3 | g STA 8475, LT U Ra-E NATIONAL croW HARTER £ TO REMAIN DRV-3 14+12 RT | ASPHALT | ASPHALT | R | 159"| 900 53" | - 1 20 20
UTILITY POLE NATIONAL CHARTER
UPR-4 | & STA 9455, LT OH WIRES GRID CROWN POINT TELE. TO REMAIN
N UTILITY POLE NATIONAL CHARTER GENERAL NOTES:
UPR-5 ¢ STA 9+60, LT OFi WIRES JEN CROWIRTER TO REMAIN "
CONCRETE SIDEWALK - ITEM 608.010 1. SEE THE STANDARD SHEETS "POLICY AND STANDARDS FOR THE
UPR-6 | € STA 9+65, LT UTLLITY POLE NATIONAL CHARTER T0 REMAIN NCRETE SIDEWALK - ITEM 608.0101 DESIGN OF ENTRANCES TO STATE HIGHWAYS" FOR FURTHER DETAILS.
. OH WIRES GRID CROWN POINT TELE. STATION TO STATION SIDE LENGTH WIDTH THICKNESS 2. THE DESIGNER AND THE APPROPRIATE REFERENCES (SEE NOTE 1)
PR ¢ STA 9430, AT UTILITY POLE NATIONAL CHARTER 70 REMAIN € STA. 74220 T0 11+33.5 T 200.8 LF 5.0 LF 6 INCHES SHALL BE CONSULTED BEFORE ADDING ADDITIONAL DRIVEWAYS OR
, OH WIRES GRID CROWN POINT TELE. ¢ STA. 12+085 T0 CHANGING THE DRIVEWAY LAYOUT OR ENTRANCE TYPE.
. : LT 267.8 LF 5.0 LF 6 INCHES
UPR-8 | STA 11415, LT | UTILITY POLE W/LIGHT NATIONAL RN R b | oM RO € STA. LG 50+95.0, RT. 3. FOR ALL DRIVEWAYS EXCEPT PORTLAND CEMENT CONCRETE
: RESET AT " ¢ STA. 7+55.0 LT 100 LF 100 LF 6 INCHES PAVEVENT LENGTH (PL™ 15 KSPHALT CONCRETE' UNLESS OTHERWISE
CONSTRUCTION COMPLETION ¢ STA. LG 50+95.0 T 20.0 50 LF 6 INCHES VM S [P ASPHA
N UTILITY POLE NATIONAL CHARTER RELOCATE FOR BRIDGE TOTAL ( LF) 633.6 LF 4. TRANSITION LENGTH ("TL") IS ONLY APPLICABLE TO NON-PAVEMENT
UPR-3 [ STA 11424, LT OFf WIRES GRID CROWN POINT TLE. | CONSTRUCTION. PONER TOTAL AREA ( SF) 3218 SF (STONE, GRAVEL, GRASS, OR DIRT) DRIVENAYS EXTENDED BEYOND
FROM SERVICE FOR TOTAL VOLUME ( CY) 60 CY " )
e “ PSILEM Sume TN 1 T S,
UTILITY POLE A
UPR-10 | STA 12495, LT OR WIRES NATIONAL CROWN RRTER L€ CONSTRUCTION. POWER (SEE ‘TIE-IN TO EXISTING PAVED DRIVEWAYS' ON STANDARD SHEET
wlpggMTgEgsl&E%\éED STONE CURB TABLE 'DRIVEWAY DESIGN GUIDELINES').
BRIDGE CONSTRUCTION. ITEM ITEM
AL € STA 14700, L7 | UTILITY POLE W/LIGHT NATIONAL CHARTER T0 REMAIN STATION TO STATION SIDE 609.0212 £09.0302 TABLE DATA FORMAT/DEFINITIONS:
» OH WIRES GRID CROWN POINT TELE. T o T - EXISTING MATERIAL
UTILITY POLE W/LIGHT TO REMAIN A, 7+22. +33. 415.8 - TYPICAL ENTRIES INCLUDE:
UPR-12 | € STA 14+60, LT OH WIRES NATTONAL CROWN POINT TELE. (LAKE GEORGE AVE) ¢ STA. 11+33.50 T0 12+05.50 T - 765 "ASPHALT'
UTILITY POLE NATIONAL CHARTER € STA. 12+08.50 TO LT 267.8 - T ONE FCRAVEL BT, R RAGS:
UPR-13 | € STA 15+45, RT OH WIRES GRID CROWN POINT TELE. TO REMAIN € LGA_STA. 50+95, RT. _ » ‘ORAVELY, "DIRTY 4
T i T .
TOTAL 704.0 765 TEAL ENTRIES. INCLUDE:
‘C’ (MINOR COMMERCIAL)
M (MAJOR COMMERCIAL)
*F/ (FIELD ENTRANCE)
W = WIDTH OF DRIVEWAY
CORNER ANGLE (IN) = ANGLE BETWEEN ROADWAY AND DRIVEWAY
AS IF TURNING FROM THE ROADWAY ONTO THE DRIVEWAY
(60° TO 120° ALLOWABLE).
PL = DRIVEWAY PAVEMENT LENGTH
TL = DRIVEWAY TRANSITION LENGTH
ENT??Q?CEALT YENTRIES INCLUDE: "7, 12, '3, OR ‘4’
INLET PROTECTION TABLE (TYPES 1 AND 2 USE RADIUS, TYPE 3 AND 4 USE TAPER,
ITEM 209.2301 SEE STANDARD SHEET ‘DRIVEWAY ENTRANCE DETAILS’)
STRUCTURE NO. LENGTH VOLUME
DSTU-1 213 LF 1.2 CY
L e Al 2o CUTTING PAVEMENT TABLE
DSTU-4 203 LF 1.2 CY ITEM 627.50140008
1S 213 LF 12 oY LOCATION STATION SIDE | LENGTH
¢ RT3 rr DRV-2 ¢ STA. 9+34 RT 17 LF
TOTAL 106.7 LF 6.0 CY ALEXANDRIA AVE ¢ STA. T+22 TO 9+50 LT 228 LF
ALEXANDRIA AVE ¢ STA. 8+00 TO 9+50 RT 150 LF
ALEXANDRIA AVE g LT 97 LF
ALEXANDRIA AVE | € STA. 14+00 TO 14+80 RT 80 LF
DRV-3 ¢ STA. 14+12 RT 16 LF
AFFIX SEAL: MATTHEW T. SMULLEN, P.E. ALTERED BY ALEXANDRIA AVE R LT & RT 3L
: . , PE. 1 : ALEXANDRIA AVE ¢ STA. 14+80 LT & RT 67 LF
ON: JANUARY 12, 2024 ON: LAKE GEORGE AVE ¢ STA. LG 50+82 LT & RT 38 LF
TOTAL ( LF ) 736 LF
[A)Eg%lélllﬁ%gﬁﬁlo‘{fmkmo"s ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS PIN 1760.52 g}R(I)Ii%%% CULVERTS ALL DIMENSIONS IN f+ UNLESS OTHERWISE NOTED CONTRACT NUMBER
: COUNTY ROAD 77
8053 US ROUTE 9, ELIZABETHTOWN, NY 12932 UTILITY QUALITY LEVEL ¢ MISCELL( ?Nggu% TABLES LD040425
TOWN: TICONDEROGA ALEXANDRIA AVENUE DRAWING NO. MT-1
COUNTY: ESSEX REGION: 1 LAKE GEORGE OUTLET SHEET NO. 9 OF 81

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR,
TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR
SHALL STAMP THE DOCUMENT AND INCLUDE THE NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
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PROJECT MANAGER GVN

CHECK GVN DRAFTING JAT CHECK GVN

DESIGN JAT

JOB MANAGER GVN

DESIGN SUPERVISOR MTS

SIGN REMOVAL TABLE LEGEND PROPOSED SIGN TABLE
LOCATIO! S 0 SIDE DESC 0 EM NUMBE TEXT ITEM PAYMENT TOTAL M.U.T.C.D.
. 11407 T NO TRUCKS WITH R 64741 1. THE FOLLOWING SHALL BE IN ACCORDANCE WITH THE
R PERMITS . GR MTD | GROUND MOUNTED NATIONAL MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES DANGER
oum | oo o | L Tl g ool B ool 1 e
46 11435 P L i v 64741 PO MTD [ POLE MOUNTED UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS ND 1 9,10 |eesgt000111| 1.0 2 EA. KEEP AWAY EXIST. SN | BR MTD
’ R NO LOITERING" " : B-B BACK TO BACK IGHWAYS - 2003 ADDITION REQUIREMENTS FOR THE SEVERE
EPCIFIED MUTCh 41O CODE,
LT "NO TRESPASSING, NO UNDERCURRENT
5, 8 12404 & SWIMMING, NO JUMPING 647.41 NEW SION A LETTER SIZE AND SERIES
» = o LOrTERINGY . @ LOCATION NUMBER B. LEGEND & BACKGROUND COLOR 2
TEXT NUMBER C. REFLECTIVITY
"o THUKS WITH R D. SIZE AND SHAPE OF SIGN
u 12+40 L7 PERMITS 647.41 @ SIGN REMOVAL 2. THE TYPE OF CHARACTERS AS SPECIFIED IN THE STANDARD
SPECIFICATIONS SHALL BE AS FOLLOWS: 2 12 647.31 1.0 1 EA. M1-6 GR MTD
24"x24"
RELOCATE TO
POSITION SHOWN MUTCD CODE  TYPE OF 1
LETTER CHARACTER
i] TO REMAIN 6 &l v
RP,W,&M IVORV CAUTION
SIGN NOTES: 645.5102 2.0 18.0 SF. @
1. SIGN LOCATIONS AS SHOWN ON PLANS ARE APPROXIMATE. THE CONTRACTOR SHALL RELOCATE 24"x36" GRB_MBTD
EXISTING SIGNS AND INSTALL NEW SIGNS IN ACCORDANCE WITH THE NATIONAL MANUAL OF UNIFORM SHALLOW
TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS WITH REVISIONS 1 AND 2, THE CURRENT WATER
NEW YORK STATE SUPPLEMENT TO THE NATIONAL MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES
FOR STREETS AND HIGHWAYS AND A.0.B.E. N[l]lR Jll]lllell"l‘lés
2. THE PAYMENT FACTORS FOR SIGNS ARE FROM THE APPLICABLE STANDARD SHEETS OR SIGN FACE 3 1234 FROM BRIDGE
3. THE PAYMENT FACTOR FOR POSTS IS THE NUMBER OF POSTS PROVIDED PER INSTALLATION, ca581 o e KEEP
. . A 18"x24"
4. THE TOTAL PAYMENT QUANTITY IS OBTAINED BY MULTIPLYING THE NUMBER OF LOCATIONS (SHOWN IN OFF
DELINEATORS & SNOWPLOW MARKERS THE LONER RIGHT CORNER OF THE LOCATIONS BLOCK) BY THE PAYMENT FACTOR. BRIDGE
ITEM NUMBER RAIL
¢ STATION | SIDE 646.22 646.31
10+57 K] 1 1 4
10+90 RT 2 1
11+10 LT 1 1
11431 RT 1 1
12+11 RT 1 1
12+67 T 1 1
12+99 T 2 1
13+06 RT 1 1
TOTAL 10 8
PAVEMENT MARKING TABLE
ITEM ITEM ITEM
STATION TO STATION LOCATION DESCRIPTION PAYMENT 685.11 685.12 | 685.3104
FACTOR (LF) (LF) (LF)
¢ STA. 7+20 T0 ¢ LGA STA. 50+92 7 4" SOLID WHITE EDGE LINE 1.0 787
¢ STA. 8+00 TO ¢ STA. 14+69 RT 4" SOLID WHITE EDGE LINE 1.0 569
LORD HOWE STREET T 4" SOLID YELLOW DOUBLE BARRIER LINE 2.0 50
LAKE GEORGE AVENUE T 4" SOLID YELLOW DOUBLE BARRIER LINE 2.0 68
¢ STA. 8+00 TO ¢ STA. 14+55 ¢ 4" SOLID YELLOW DOUBLE BARRIER LINE 2.0 1310
¢ STA. 7+00 LT TYPE "LS" CROSSWALK 1.0 286
¢ STA. 14480 T TYPE "LS" CROSSWALK 1.0 246
AFFIX SEAL: MATTHEW T. SMULLEN, P.E. ALTERED BY: g STA. 7+00 LT 18" WHITE STOP LINE 1.0 65
ON: JANUARY 12, o N A ¢ STA. 14+80 LT 18" WHITE STOP LINE 1.0 59
TOTAL 1456 1428 656
[A)Eg%lélllﬁ%gﬁﬁlo‘{fmkmo"s ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS PIN 1760.52 g}R(I)Ii%%% CULVERTS ALL DIMENSIONS IN f+ UNLESS OTHERWISE NOTED CONTRACT NUMBER
: COUNTY ROAD 77
8053 US ROUTE 9, ELIZABETHTOWN, NY 12932 UTILITY QUALITY LEVEL ¢ MISCELL( gNggU% TABLES LD040425
TOWN: TICONDEROGA ALEXAORIA AVENE DRAWING NO. MT-2
COUNTY: ESSEX REGION: 1 LAKE GEORGE OUTLET SHEET NO. 10 OF 81

IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR,
TO ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR
SHALL STAMP THE DOCUMENT AND INCLUDE THE NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
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PROJECT MANAGER GVN

CHECK GVN

DRAFTING JAT

CHECK GVN

DESIGN JAT

19-4" ¢ "

SAW OR HAMMERED FACE R
< 68 \ \}\
BACK ARRIS LINE 5" T
ak%ﬁ B?/ERE',ZY?URB T BACK ARRIS. LINE FRONT ARRIS LINE o DIk O : -
STRl(jé'IIJb&g;G c%?:’f‘%gwgg% FRONT ARRIS LINE EXPOSED FACE gsgﬁ{"ggs E(E)gs ﬁ% | I m;
/ TOP_OF THAN 17-0"8 = ‘ ‘
K (SEE NOTE 3) 73 | 3 | 13
- f PAVENENT | 16| 17 -
—— SPLIT FACE R | |

(2) %5 BARS E.F. DIAGONAL

y TYPICAL 4 SIDES OF A N\
OPENING BAR LENGTH - NOTE
"D"+48 BAR DIAMETERS

NOTE: 3
WATERSTOP NOT SHOWN. WATERSTOP NOT SHOWN.

N.Y.S. STANDARD SPECIFICATIONS 5"
SUBSECTION 705-06. "—/’
* f
. .
2 ANCHORS PER il il

3“

TOP OF SLAB . o

e 5|

LENGTH OF CURB e

o 7 o LOWER ARRIS LINE S T 4?)1?\'“‘ VERTICAL HORIZONTAL
/ CAULKING COMPOUND FOR CONCRETE BACKING FOR 11

JOB MANAGER GVN

GNeddo

USER

FILE NAME = 176052_opb_msd.dgn
DATE/TIME = 1/9/2024 3:07:01 PM

DESIGN SUPERVISOR MTS

_I_

/2" MIN. DEPTH STRUCTURES CONFORMING TO FULL LENGTH OF CURB. ADD'L REINF. EF. 1-0"
MORTAR BED N.Y.S. STANDARD PAY FOR UNDER CURB PARALLEL TO SLAB/WALL
R e L S
-06 - . EDGE_OF
SAWED OR HAMMERED TOP, QUARRY SPLIT FACE - 2 (SEE NOTE 3) KEYWAY L PLACEMENT
\} pur}
SECTION OF STONE CURB - BRIDGE (TYPE F1) STONE CURB - NEAR VERTICAL FACE (NVF) < & SlE \f | .
ITEM 609.0302 ITEM 609.0212 A \\\ %
NOT TO SCALE NOT TO SCALE
NOTE: 2 * x 3'-0" LG.
NOTE: DR o gggﬁ%nc
ALL MORTAR SHALL CONFORM TO N.Y.S. STANDARD
SPECIFICATIONS SUBSEgTIONM705—21. ékléc}‘r%moﬁglls"bascgg%%w 7%% leS STANDARD ] 10" SQUARE OR
: GREATER. FOR CONSTRUCTION AND
1 7 , ® o8 OPENINGS LESS CONTRACTION JOINTS
" " . DIA. SEE NOTE 1 (SEE NOTE 3)
v 30j (TYP.) C B 1/3
r %G" 1y2u 0 T0 6"
ADDITIONAL REINFORCING AT L3 i =i
/2" DIA. BAR SHALL CONFORM TO N.Y.S. STANDARD % sl 10" AND OVER
SPECIFICATIONS SUBSECTION 709-07 AND CONCRETE SLAB & WALL OPENINGS
LMD L SSOOT TS
-01. 40 ksl EXCAVATION LIMITS, .
60 ksl OR 75 ksi STEEL. PAY FOR UNDER ITEM 206.0201 DETALL NOTES:
APPRORIATE CURB PAID FOR UNDER ITEM. EMBANKMENT IN PROPOSED BOTTOM 1. WHERE MORE THAN ONE ADDITIONAL BAR IS REQUIRED PARALLEL TO EXPANSION JOINTS
PLACE, ITEM 203.03 EXIST. GROUND THE EXISTING SLAB/WALL REINFORCING THE ADDITIONAL REINFORCING
DETAIL OF ANCHOR BAR UNCLASSIFIED [ BARS SHALL BE SPACED AT 4 INCHES ON CENTER.
NOT TO SCALE EXCAVATION AND mlw —— [ A — 2. ADDIONAL REINFORCING PARALLEL TO THE SLAB/WALL REINFORCING C B 1/3
DISPOSAL LIMITS, AR SHALL BE *5 BARS THAT PROVIDE A STEEL AREA ON EACH SIDE OF % % 0 70 10"
NOTE: ITEM 203.02 NN THE OPENING EQUAL TO 1/2 THE AREA OF THE REINFORCING CUT BY 2
N THE OPENING. ¥ A 10" AND OVER
CURB ANCHORS SHALL BE INSERTED INTO HOLES DRILLED IN AW .
T sk e O THE STV O, T A0 ST B 5. FIR OGS W) SIES 00 HMETERSJESS T -4 0D
THOROUGHLY CLEANED AND FILLED WITH CONCRETE GROUTING RO .
MATERIAL CONFORMING TO N.Y.S. STANDARD SPECIFICATIONS AR KEYWAY DETAILS
SUBSECTION 701-05, IMMEDIATELY BEFORE PLACING THE CURB Al é =] NOT TO SCALE
ANCHOR. THE CURB ANCHORS SHALL BE SECURELY SUPPORTED 1
IN POSITION UNTIL THE GROUT HAS HARDENED. THE COST H- &+ 20
?’:’llEAbld-.L BE INCLUDED IN THE UNIT PRICE BID FOR THE CURB 1.0 FT. ] dy B t.
— /1
TYP. 3"t .10 v
— SELECT
GRANULAR
FILL, (= Ye"t .04
PIPE 0.D. + 2.0 FT. ITEM 203.07 WOOD FORM - REAR FIACE OF WALL Ve +-8; l" 5
T = = < v = § ’ '
] %' LONG STAPLES, | w % 08 t
e PLACE VERTICAL ol | e 00 ' r‘—
3D+2T OR D+2T+4.0 FT. @ 6"+ CENTERS M
WHICHEVER IS LESS STAPLING TO WOOD | ‘ ; hl
FORRMITTED N THIS , L 2 06| | WATERSTOP NOTES: 1
TYPICAL COMBINATION EXISTING PIPE/ AREA ON EACH SIDE. 1%"+ .06
HOLES MUST NOT BE MADE IN I
S e[ PROPUSED PIFE EXCAVATION e o e
: ) : NOT TO SCALE .
TYPE D WATERSTOP
NOT T0 SCALE TYPE D WATERSTOP SHALL BE LIGHT CHAMFER DETAIL
GRAY IN COLOR.
[A)Eg%lélllﬁ%gﬁﬁlo‘{fmkmo"s ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS PIN 1760.52 g}R(I)Ii%%% CULVERTS ALL DIMENSIONS IN f+ UNLESS OTHERWISE NOTED CONTRACT NUMBER
: COUNTY ROAD T7
8053 US ROUTE 9, ELIZABETHTOWN, NY 12932 UTILITY QUALITY LEVEL ¢ MISCELLANEOUS DETAILS LD040425
TOWN: TICONDEROGA ALEXANDRIA AVENUE DRAWING NO. MD-1
COUNTY: ESSEX REGION: 1 LAKE GEORGE OUTLET SHEET NO. 11 OF 81
IT IS A VIOLATION OF LAW FOR ANY PERSON, UNLESS THEY ARE ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR, cof:;-"im
T0 ALTER AN ITEM IN ANY WAY. IF AN ITEM BEARING THE STAMP OF A LICENSED PROFESSIONAL IS ALTERED, THE ALTERING ENGINEER, ARCHITECT, LANDSCAPE ARCHITECT, OR LAND SURVEYOR e (T
SHALL STAMP THE DOCUMENT AND INCLUDE THE NOTATION "ALTERED BY" FOLLOWED BY THEIR SIGNATURE, THE DATE OF SUCH ALTERATION, AND A SPECIFIC DESCRIPTION OF THE ALTERATION. |
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PROJECT MANAGER GVN

CHECK GVN

CHECK GVN DRAFTING JAT

DESIGN JAT

JOB MANAGER GVN

DESIGN SUPERVISOR MTS

28'-0"

ROADNAY WIDTH 280"
30" 110" ROADWAY WIDTH
SHLDR. TRAVEL LANE 11'-Q" . 3-0"
1_( /_(
5'-0 S 200 TRAVEL LANE SHLDR.
SIDENALK Eoee LIMITS OF ITEM 430.30
. CONCRETE SDERALCS At 40" - LIMITS OF FULL DEPTH 200
6" CONCRETE SIDEWALKS AND "
DRIVEWATS, TTEM 6080101 — SHOULDER RECONSTRUCTION LIMTS OF ITEW 43030 -
WHITE EPOXY REFLECTORIZED PAVEMENT 0"
EXST. 1o STONE CURB - NEAR VERTICAL STRIPES - 20 MILS, ITEM 685.11 TYP) SHOULDER BACKUP MATERIAL,
GROUND RocK FACE,OWF), TTEM 6090212 TTEM 203.24010017
Y _ . oureRop 10N 3 OR WHITE_EPOXY REFLECTORIZED PAVEMENT 2 207 6 1 0N 3 OR EXIST.
- {FL NS STRIPES - 20 MILS, TTEM 685.11 6.0%_ Lo GROUD
R VARIES e — —L _ /
AN A7‘\ \: = 6.0% (MATCH EXIST.) | — \—j ______________
e —
e I = ; T
LINTS 0F UNCLASSIFIED - 4" TOPSOIL-LAWNS, ITEM 610.1403
ON AND DISPOSAL T AND TURF ESTABLISHMENT-LAWNS,

EXCAVATI
(ROCK EXCAVATION), ITEM 203.02

6" SUBBASE COURSE,
TYPE 2, ITEM 304.12

ROUND 4’-0" V.C.
(TYP.)

EMBANKMENT IN PLACE,
ITEM 203.03

4" TOPSOIL-LAWNS, ITEM 610.1403 AND
TURF ESTABLISHMENT-LAWNS, ITEM 610.1602

1 ON 3 OR

\ TTEM 627.50140008
10" SUBBASE COURSE,

TYPE 2, ITEM 304.12

PROPOSED ROADWAY
RECONSTRUCTION SECTION —

1'-0" SUBBASE COURSE,
TYPE 2, ITEM 304.12

PROPOSED ROADWAY
RECONSTRUCTION SECTION —

O‘/EURNISH AND INSTélgL
ITEM 603.94001407

(SEE NOTE 2)

TYPICAL SHOULDER TREATMENT
€ STA. 14+00.00 TO € STA. 14+69.00, LT.

TYPI

ITEM 610.1602

UNCLASSIFIED EXCAVATION AND
— DISPOSAL, ITEM 203.02

CAL SHOULDER TREATMENT

¢ STA. 8+14.00 TO ¢ STA. 8+40.00, RT.
¢ STA. 9+10.00 TO € STA. 9+70.00, RT.

j~—¢ RD.
28!'_0"
ROADWAY WIDTH
31_0" l ll_oll ! l ll_oll 31_0" 2!-4"
SHLDR. TRAVEL LANE | TRAVEL LANE SHLDR.
24" 5-0" I—— 20'-0" - LIMITS OF MISCELLANEOUS COLD MILLING OF 20"
SIDEWALK CURB BITUMINOUS CONCRETE, ITEM 490.30
4-0" - LIMITS OF FULL DEPTH | 4-0" - LIMITS OF FULL DEPTH
. 110" 50 SHOULDER RECONSTRUCTION . SHOULDER RECONSTRUCTION 1rgr
CURB ‘ T.GL. AND | SHOULDER B
Sl . ACKUP MATERIAL,
6" CONCRETE STONE CURB - NEAR PT. OF ROTATIN—/ 11" - 12.5 F3 TOP COURSE ITEM 203.24010017
SIDE[V)I&ILVIESN AYNSD VERTICAL FACE (NVF), , WMA, 80 SERIES COMPACTION,
ITEM 608 (?101' ITEM 609.0212 YELLOW EPOXY REFLECTORIZED | ITEM 404.128301
. ‘ PAVEMENT STRIPES-20 MILS, ! CUTTING PAVEMENT, 1 ON 3 OR
6.0% £ 2,01 ITEM 685.12 (TYP.) | ITEM 627.50140008 FLATTER
15, ﬂ i & VARIES 4\_ 2,07 (TYP) [

LIMITS OF SOIL
CULTIVATION - SUBSOILING,
ITEM 610.15120208 (SEE
ROADWAY PLAN SHEETS FOR
LIMITS)

6" SUBBASE COURSE,
TYPE 2, ITEM 304.12

1-0" .

UNCLASSIFIED EXCAVATION AND
DISPOSAL, ITEM 203.02 (TYP.) —

TYPE 2, ITEM 304.12

EXIST. I WATER WA
(T0 BE REMOVED AS
SHOWN ON THE PLANS)
TYPICAL SHOULDER TREATMENT
€ STA. 7+20.00 TO € STA. 9+50.00, LT.

AFFIX SEAL: MATTHEW T. SMULLEN, P.E.
ON: JANUARY 12, 2024

ALTERED BY:

TYPICAL

\— EXISTING 7 ASPHALT

\\ 1’-0" SUBBASE_COURSE,

|
MATERIAL |
. PROPOSED ROADWAY
| RECONSTRUCTION
|
|

SECTION (TYP.) —

STRAIGHT TACK COAT,
ITEM 407.0103

4" TOPSOIL-LAWNS, ITEM 610.1403
AND TURF ESTABLISHMENT-LAWNS,
ITEM 610.1602

UNCLASSIFIED EXCAVATION AND
DISPOSAL, ITEM 203.02

NOTES:

TYPICAL SHOULDER TREATMENT L
€ STA. 9+10.00 TO § STA. 9+70.00, RT.

ROADWAY MILLING AND RESURFACING SECTION

¢ STA. 7+90.00 TO € STA. 9+50.00
€ STA. 13+50.00 TO ¢ STA. 14+80.00

DETAILS ON THE DRAWINGS LABELED AS "NOT
TO SCALE" ARE INTENTIONALLY DRAWN NOT
TO SCALE FOR VISUAL CLARITY. ALL OTHER
DETAILS FOR WHICH NO SCALE IS SHOWN ARE
DRAWN PROPORTIONAL AND ARE FULLY
DIMENSIONED.

2. REFER TO DWG. NO. UT-1 THROUGH UT-6 FOR
UTILITIY DETAILLS.

AS-BUILT REVISIONS

ESSEX COUNTY DEPARTMENT OF PUBLIC WORKS

PIN 1760.52

DESCRIPTION OF ALTERATIONS:

8053 US ROUTE 9, ELIZABETHTOWN, NY 12932

COUNTY ROAD 77

UTILITY QUALITY LEVEL C

TOWN: TICONDEROGA

BRIDGES
3301870

CULVERTS ALL DIMENSIONS IN ft+ UNLESS OTHERWISE NOTED CONTRACT NUMBER

LD040425

TYPICAL ROADWAY SECTIONS
(1 oF 3)
DRAWING NO. TS-1

A, G

ALEXANDRIA AVENUE
NVFR

4A Ar As




